DESY HERA 01-03
October 2001

Coasting Beam in HERA-p Ring

S. lvanov, O. Lebedev
on behalf of the IHEPY Task Team

Y |ntitute for High Energy Physics
Protvino, Moscow Region, 142281, Russia

Abstract

This document is a report on studies of production/transport mecha-
nisms resulting in and of cures against a coasting beam halo observed at the
HERA proton ring of DESY. Noises in the 208 MHz RF system, drift beyond
RF buckets due to energy loss through synchrotron radiation of the high-
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count for the diverse observations over the halation effect available by now.
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1 Introduction

During a 10 hr long operation of the HERA-p ring, about (1-2)% of the protons are lost out of
RF buckets and populate a coasting-beam halo. On interacting with internal targets of the
HERA-B experiment, these protons contribute to background readouts that are not correlated
with bunch crossing signals acquired by the HERA-B trigger system. To this end, there is a
demand in studies of production/transport mechanisms resulting in and of cures against the
coasting beam halo observed at the HERA-p ring.

Basic parameters of the HERA proton ring relevant to the problem in question are
specified by [1] and listed in Table 1.

Table 1: The HERA-p ring, list of parameters

Top momentum (protons) 920 (820) GeV/c
DC current of beam 80-100 mA
Orbit length 6335.82 m
Bending radius of orbit curvature in dipoles 584.2 m
Transition energy, g 27.9
Harmonic number of 52 MHz RF system 1100
Harmonic number of 208 MHz RF system 4400

Top number allowed of equidistant bunches 220
Number of bunchesin aluminosity run’ 180
Design peak voltage of 52 MHz RF system 2°140 kV
Design peak voltage of 208 MHz RF system 4 600 kV
Operating voltage of 52 MHz RF system at flat top 40-220 kV
Operating voltage of 208 MHz RF system at flat top 3580 kV

Under the standard accelerating voltage:
momentum spread of a bucket +3407

momentum spread of abunch @ 1s +1407

half-length of abunch @ 1s 13-22 cm
Betatron tunes:
horizontal 31.292
vertical 32.298
Transverse emittance @ 1s , normalised 4 mmymrad
Average value of b-function, either direction
in focusing quads 85 m
in dipoles 55 m
Optical functions @ HERA-B target:
horizontal b-function 37 m
horizontal dispersion function -05 m

") Filling pattern of RF bucketsis 3 fillswith 6~ 10 bunch trains + a kicker gap.
"Emittance is a product of semi-axes of a phase ellipse.

Phenomenological picture of the coasting-beam halo effect is summarised in refer-
ences[2], [8]. The significant features of the coasting-beam halo to be accounted for are:
1. About a5-to-1 asymmetry between, respectively, outer and inner target wires with respect
to readout rate of interactions non-correlated with bunch crossing signals.



2. Scae observed of a transport rate into half-plane of lower momentum constitutes around
1072 in fractional momentum off-set per 40 min of beam circulation.

3. A typica lifetime of bunched-beam core itself in a HERA-B run exceeds 100 hr (expo-
nential, in atransverse direction), and about 10 hr (initial instantaneous bunch length dou-
bling, in longitudinal direction).

This report contains the study of longitudinal stochastic mechanisms of the halo pro-
duction and transport (noises in RF system, ripple in dipole power supply, etc.). Noise-driven
longitudinal diffusion is treated as a dominant effect to originate the coasting beam halo. Still,
the important role is shown to be played by a drift transport mechanism beyond RF buckets
due to energy losses via synchrotron radiation of the high-energy protons.

Effects of single-particle dynamics in a single-harmonic accelerating field are elabo-
rated in more detail. They are expected account for all the essential features of the beam hala-
tion effect in the HERA-p ring in a plain and transparent way. It allows for a straightforward
comparison between analytical calculations and tracking — calculations via Fokker-Planck
(diffusion) equation are confirmed and verified with a longitudinal multi-turn Monte-Carlo
tracking of macro-particles.

Effects of beam dynamics in a double-harmonic accelerating field are addressed to in
the aftermath of the single-RF studies with the tracking code.

Levels of noise power densities and shapes of their spectra which are consistent with
the diverse halo observations avail able are determined.



2 Motion under a Single-RF System

On the one hand, it is clear intuitively that all essential features of the beam halation effect in
the HERA-p ring must revea themselves in case of a circulating beam governed by a single-
RF system.

On the other hand, beam dynamics in a single-harmonic potential well is conveniently
parameterised in terms of eliptic functions. This knowledge is to save alot of efforts both in
tracking procedures and in solving the diffusion equation. Consequently, more attention could
be devoted to better understanding the physics of the problem.

To this end, the single-RF assumption is followed throughout major bulk of the report.
Effects of employing a double-harmonic accelerating field are addressed in Section 9.3 with
the tracking code that isfirst thoroughly tested in the single-RF case.

2.1 Potential Well and Phase-Space Plane

Let phasej p h(Q —wqt) in RF radians be the longitudinal co-ordinate. Here, h = 4400 is RF
harmonic number (208 MHz), Q is generalised azimuth of arotating proton, wo = 2p =~ 47.317
kHz is angular rotation frequency, t istime. A reference particle hasj = 0 (mod 2p). Conju-
gated momentum is taken as x = dj /dt, and variables (j , X) constitute the longitudinal phase-
space plane.

Assume no energy loss or gain. Then, stable phase angleisj s = 0°, and the potential
well of longitudinal motion is

UG )=WEXLl-cosj) ® Wx2/2 @ j ®O. (1)
Here, Wo @2p ~ 40 Hz isacircular frequency of small-amplitude longitudinal oscillations,
W = wZhhV,, cosj | @)
"\ 2pb’gE,/e

where Ve is peak RF voltage of around 0.6-0.7 MV a beam, h = a — 1/¢f is frequency slip-
page factor, a = 1.28540° is momentum compaction factor, E, = 938.3 MeV and e =

1.6020™° Coul are rest energy and charge of a proton, b and g are Lorenz factors.
Hamiltonian of the longitudinal motion is

H(,x)=U(j )+x?/2, ©
and E = H(j , x) is energy of oscillations along the phase-plane tragjectory drawn through the
point (j , x) of the phase-space plane.

Let (y , J) denote angle and ac:tion variables conjugated to (j , X). By definition,

Jz
-1 0/2{E u()) d

wherej o(E) > | 1(E) are co-ordinates of return points of the phase-plane tragjectory H(j , x) =
E, j 2.1 being equal to £p beyond RF buckets. Function J(E) is assumed to continue smoothly
beyond the RF buckets where it represents the non-trapped, orbital motion.

Energy value E = 2W* corresponds to RF separatrix whose action variable is denoted

(4)

with
J; =8W,/p, (5)

and isused as anatural unit to measure the distance along J-axis.
The key role in description of the motion is played by complete elliptic integrals of the
st and 2" kinds, respectively,



K (k) "\ L d E(k) pg [1- k?sin? y dy ©)
=0 W = ol -
04/1- k?sin’y g 0
Table 2 lists important dynamical functions as parametric dependencies versus pa-
rameter k of (6). There, Ay £ p denotes amplitude of oscillations along j , frequency Wi(k) of
non-linear oscillations complies with its canonical definition W; = JE/9J where E = E(J) isthe
function inverse to (4).

Table 2: Parameters of motion in asingle RF system

Trapped motion: Orbital motion:
Parameter =sin(A /2) O0£k£1 1Ek<¥
Energy ( ) = WE 5k E(k) = W2 x2k?
Frequency p pk
=W, x—— W,(K) =W, *———
Action (k) = 3 {E(K)- - K2)x (k) () 35 % E(Y/K)
Action @ separatrix | J, = J(k :1) =8W,/p — ( )—8W0/p

Fig. 1: Longitudinal phase-space plane.

The HERA-p ring has a positive frequency slippage factor h and negative horizontal
dispersion D, at the HERA-B target location. To this end, in case of vanishing betatron am
plitudes, the upper/lower half-plane of (j , x) would have hosted, respectively, the outer/inner
horizontal beam-halo tall at target.

Schematic view of the longitudinal phase-space plane is shown in Fig. 1. Particles ro-
tate in the clock-wise direction. Phase-plane trgjectory with J = J¢/2 sketches bunch size (@
base of distribution) at start of atypical HERA-p run. Trgectorieswith J = 2Jg are, roughly, a
boundary where behaviour of an off-set particle looses most of specifics peculiar to bunched
motion (refer to Fig. 2 and Fig. 9).

Fig. 2 shows the plot of synchrotron frequency Wg(J). It merges with the coasting
beam asymptote at about J > 2Js. Inverse function J(W,) is double-valued for 0 £ W5 £ W In
this range of arguments, it has two branches running within Js3 J 3 0 (inside RF bucket) and
Js£ J £ 1.62Js (beyond RF bucket). To this end, any technique dealing with a resonant exci-
tation of the bunch core, say, in adipole side-band of incoherent frequencies would inevitably




affect halo particles in a certain outer vicinity of separatrix. In other words, it is not possible
to suppress noise-driven dilution of the bunch core without retarding the diffusive transport of
particlesjust beyond the RF bucket.
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Fig. 2: Freguency of synchrotron oscillations. Fig. 3: Normalised momentum off-set.

Fig. 3 shows a plot of extremes in oscillations of the conjugated momentum (x|, £ [X|
£ [X|v) versus J. At separatrix, Xy = 2W, and the fractional momentum spread is

DB _p Wb g0 0

[Pofs o)
where Dp = p — py is off-set in momentum p about its reference value po. The upper curve of
Fig. 3 hasazero dope at point J = Js.

2.2 Effects of Synchrotron Radiation on Beam Dynamics

In total, there are three effects of synchrotron radiation (SR) that are discussed below in a de-
creasing order of importance for the HERA-p ring.

2.2.1 Energy Losses and Drift alongJ beyond RF Buckets

Energy loss per turn of a proton due to synchrotron radiation in bending dipolesis
2 ®)
r

wherero= 1.53540*® m is classical proton radius, |, is the 2-nd radiation integral, r = 584.2
m is bending radius of orbit curvature in dipoles. These losses amount to eV = 9.54(6.02) eV
at beam energies gy = 920(820) GeV, respectively.

Accelerating system drives peak RF voltage Vge of about 0.6-0.7 MV. Stable phase
anglej sisvery close to 0°, namely,

2
eVsz :groEog4 X, l,

Vg _ 1

VRF q
where q is a huge over-voltage factor with a magnitude of about 10°.
Potential well (1) of longitudinal oscillations now acquires a small stationary additive

(9)

sinj = <<1

term
du(j )=-Wextanj X - sinj ). (10)

Dynamical consequences of adding such adU(j ) can be estimated with a perturbation theory,
up to thefirst order in dU(j ) n 1/q.



For a proton trapped into RF bucket energy losses (8) are fully recovered by acceler-
ating system. Due to the cyclic way of motion, there would be no systematic change in action
variable J (4) inatimescalet >> T, Thus, on average,

LT o L (g .y +20)- Ui (3y)))° 0.

T O 2
Here, Ty(J) = 2p/Wy(J) isaperiod of non-linear oscillationsand dy =Wg(J) dit.

On the contrary, due to the non-vanishing value of (9), protons that constitute beam
halo beyond RF buckets are slowly crabbed towards lower values of dp wheredp=p— o IS
off-set in momentum p about its reference value po. The relevant velocity V(J) of the system-
atic drift along the longitudinal action co-ordinate J can be found as atime average
1 "P0dg - . (12)
VA>J)=—— O —dt=-=(dU{(j (J,y +p))- dU{(j (J, 10
0239555 0 o= @GOy +p)-aul(.y)
where Dt(J) is the time interval required for a halo proton to cover a 2p distance along j , d-
ther downstream (for x > 0) or upstream (x < 0) of beam motion.

Thus, the resultant drift velocity is step-wise constant with J and can be put as
0, JEI; (13)

with
sgn XX/, J>Jg;

(11)

v()=|
|

V = 2W >¢anj5=5W0JSxtanj >0, (14)
Here, tanj s can be substituted by V/Vge << 1, and sgn x = —sgn dp above transition.

The drift velocity V is 9.5(6.3) JJ/hr at beam energies g&, = 920(820) GeV, respec-
tively. Momentum acceptance of the machine of around #1402 in fractional momentum off-
set corresponds to an aperture limitation at J, = (4.5-5.1)>ds. Hence, the energy loss due to the
SR isawell noticeable effect in a 10 hr time scale of atypica HERA-p run.

2.2.2 Radiation Damping

Exponential damping constant of longitudinal oscillations (1 exp(—Q)) is
W Ve p P, =2+d (15)
CAp E,le
where Ps is a longitudinal partition number, d is a damping parameter. For isomagnetic and
separated-function lattice of the HERA-p ring,
d=a——=22240° (16)
2pr
where P = 6335.82 m isthe orbit length.
Damping time of longitudinal oscillationsis 1/G= 23.6(33.3) day at beam energies g,
= 920(820) GeV, respectively. Hence, radiation damping is not an effect of concern in the
time scale involved.

2.2.3 Quantum Excitation
In the HERA-p ring, natural r.m.s. fractional momentum spread of a bunch under effect of
synchrotron radiation might have established itself at

_ | .
—+ = |C g , 3 2

pO QSR ! IZPS '
Here, |3 isthe 3-rd radiation integral, and




c =9 heC (18)
q
32+/3 2pE,
where ¢ = 0.2998%10° m/sec is velocity of light, he = 6.62640* Jsec is Planck’s constant.
Ratio of (S /pg)s= to inherent momentum spread of a proton bunch (at 1s) is around
330 Therefore, effect of quantum excitation can be ignored, al the more that it could have

settled itself at thisnegligible level only in atime scale of t > 1/G.
2.3 Conclusion

=2.08740*m

Circulation of a bunched proton beam under a single-RF system and a stable phase angle j s =
0° iswell understood. It can be treated in terms of elliptic functions. Loss of energy due to SR
isanon-negligible effect for the HERA-p ring. Still, rate of thisloss istoo small to justify in-
volvement into study of dynamics along unbounded phase-plane trajectories peculiar to a
conventional accelerating regime with j s * 0°. More appropriate to employ a perturbation
theory, up to the first order intanj s* 0. From this view-point, energy loss is reducible, on av-
erage, to aslow drift along longitudinal action co-ordinate J beyond RF buckets, upwards in a
phase plane (j , x = dj /dt) above transition.



3 Diffusion Equation, Gener alities

In this Section, a few topics related to general statement of the diffusion problem at issue are
discussed, prior to specification of the diffusion coefficient D(J) imposed by external noises,
see Section 4.

3.1 Distribution Function

A bunch is described by a 2D distribution function f(J, A, t) where J is longitudinal action
variable, A, > 0 is horizontal betatron amplitude, t istime. This function is normalised to 1 at
theinitial instant t = O,

@ (J, A, 1) dIdA, =1. (19)

For t > 0, integral (19) would eventually acquire values < 1 which is due to loss of protons on
atarget or an aperture.

To simplify the matters, let us ignore any dilution of a bunch in the betatron phase
space (X, X'). This assumption is supported by observation [1] that, normally, transverse life-
time of the HERA-p beam exceeds 100 hr, while longitudinal degrade of beam core occursin
about 10 hr. Under such an assumption, f(J, A, t) can be factored out as

(3, A0 = (I, HA) X (A). (20)

Assume a Gaussian bunch in (x, x’). Distribution over betatron amplitudes f(Ay) is then
the Rayleigh function

A @ Ao N (A )dA, =1, (21)
f(AX)=S—;expg- stzi' (@) (A)dA,
X x @

Here, s, isr.m.s. horizontal half-size of the bunch

b.e, (22)
SX = 4 2
\) bg

where b, is horizontal b-function, e, is normalised horizontal emittance at 1s level, b and g
are Lorenz factors.

(Since there is also aresidual vertical dispersion at the HERA-B target, vertical oscil-
lations can be treated in asimilar way with areplacement of x by the vertical co-ordinate z.)

3.2 Diffusion Equation

Longitudina distribution function f(J, t|A;) — adlice of (20) for the amplitude A, — is gov-
erned by a diffusion equation that reads

'nf(J,t|AX):_lMJ)xf(J’qAX))JriaeD(J)ﬂf(J,t|Ax)g (23)
1t 1 N g N &
It is nothing but a continuity equation
Tt (J,t (24)
(TW = ﬂlJ(Q(J 't|Ax))
in terms of the sum of drift and diffusive fluxes of particlesalong J
T (J,YA,) (25)

Q(J.t|A) =V (JI)=f(J,fA,) - DQ) 0

Drift velocity V(J) isgiven by (13). Diffusion coefficient D(J) might be built up due to am
plitude or phase (frequency) noises in RF system and noisy ripple of bending field B in d-
poles. The explicit expressions for D(J) are given in Section 4.



3.32D Image of Target Wire

The HERA-B target wire positioned at a horizontal co-ordinate x; is imaged into plane (A, J)
— domain of the 2D distribution at issue — by a curve J = JW(A. X). It represents the locus
of points where the particles are lost (the scraping or absorbing “Wall”). A hard-edge model
of the target is assumed for simplicity: no survival is presumed for particles whose peak ex-
cursion from the on-momentum closed orbit at the target location ever exceeds x;.

The particles with either sign of their momentum off-set dp are treated in terms of the
action variable J that does not respect the sign of dp. Therefore, the curve J = Jw(A, k) has
two branches, one per each half-plane of (j , dp).

3.3.1Branch A, £ [x|

This, descending brunch of function Jw(Ax, ) is related to the bunched core itself (J £ Jg),
and to coasting beam halo (J > Js) from the “ proper” half-plane of (j , dp) whose

sgn dp =sgn (D, x, ) (26)
and where diffusion along J drags protons towards the target. Here, Jyw = JwW(A:, K) isintro-
duced formally as the function yielding the value of action variable J at which

[dp| _ |x]- A (27)
Po  [D
where Dy is the value of horizontal dispersion function at the HERA-B wire target.
In asingle-RF (208 MHz) system, J\y can be calculated as
19 (28)

A2 Ix |- A

3y = 0 gy & P A JDl 2
8 |DX| pO S g

where k/We[u(...) is the inverse function to k/Welu(J/Js) plotted in Fig. 3, the upper curve.

Plot of function (28) is shown in Fig. 4 by the curve ABD, in arbitrary units. Segment AB

stands for the bunched core region.

3.3.2Branch A, > x|

This, ascending brunch of function Jw(Ay, [X|) accounts for cross-talk in between the two halo
regions at the wire target when away-from-the-target diffusion is overridden by larger be-
tatron amplitudes. It is related to the coasting beam halo (J > Js) from the “improper” half-
planeof (j , dp) whose

sgn dp =- sgn(D, xx, ). (29)

Now, Jw= JwW(A k) isintroduced as the function yielding the value of action variable J at
which

- 30
minm =5 |X‘|. 0
P Dy
In asingle-RF (208 MHz) system, Jy can be calculated as
® A - 1o (31)
Jw =Js %X/Wohnlgz & |Xt| %@ _
8 |DX| pO S B

where )/We[ u(...) is the inverse function to k/Wy|(J/Js) plotted in Fig. 3, the lower curve.
Plot of (31) isshown in Fig. 4 by the curve EF. Beam scraping in the entire half-plane (29),
bunched core included, would proceed along the saw-toothed curve ABEF.
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Fig. 4: 2D image of the target wire.

3.4 Initial and Boundary-Value Conditions

Initial longitudinal profile of abunch is conventionally assumed to be Gaussian in variables| ,
X 1 dp. In this case the initial condition for (23) reads

L e (32

] J o
[ 57 &X T J<J Ix]);
f(J,t:0|AX)::f2Js p 21, 5 W(A<|t|)

Y 32 3y (A
where Jg stands for action variable of the phase-plane tragjectory with 1s oscillation ampli-
tudes. Thisfunction is normalised to 1 when Jy, >> Js (i.e. up to scraping effect of the wire).
Boundary-value condition at the axis J = 0 issimply
Q(J =0,tA) =0 (33)

since there is no influx of particles in the bunch centre irrespective of the betatron amplitude
A

There are two ways to impose the second boundary-value condition.
1. Assume a disabled wire position control. In this case of afixed wire, the boundary-
value condition in question is
f(J=Jy.4A)=0. (34)

Flux of particles hitting the absorbing “wall” is produced by a natural beam diffusion and
amounts to

Qult) = R (A). 4A) xf (A, )dA (35)
where Q(J, t| A) isgiven by (25).
2. In case of the wire position feedback switched on, the target rather behaves as a

scraper and leaves no time for beam distribution to settle to comply with (34). The target
would shave the distribution established earlier under the condition

f(J=J,1A)=0 (36)

where J, is aperture limit of the ring. Scraping rate by the wire moving all way towards the
beam centre can be esti mated as

d di,, (A%, 37
Q0@ Loy, (b LBl o, ”
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Given boundary-values (33), (34)/(36) and initial conditions (32), diffusion equation
(23) becomes a correctly formulated problem.

Net interaction rate at the HERA-B target is proportional to (35) or (37)

dN 38

E:er N, >Q1,2(t) 39)
where Ny is initial beam population (10™ p.p.p. per 76 mA of beam DC current), er is target
efficiency (3 50%, according to [3]).

According to [4], in a conventional operation of the HERA-B target, the major bulk of
readouts is generated due to the scraping effect, (37). Normally, Q. exceeds Q, by more than
an order of magnitude. To this end, of practical interest are the studies of bunch longitudinal
profiles f(J, t|A) rather than that of fluxes Q(J, t|A.) through the boundary.

3.5 An Illustration to Statement of the Problem

To illustrate formal statement of the diffusion problem, Fig. 5 sketches a surface plot of dis-
tribution f(J, A, t) (20) at t = 0. Partial distributions are given by (21) and (32) with their pa-
rameters specified in Table 3.

Table 3: Flat-top parameters at start of the HERA-p run

Horizontal b-function at HERA-B target, by 37 m
Normalised transverse emittance at 1s level, e, 4 mmmrad
Horizontal dispersion function, Dy 05 m
Initial r.m.s. half-length of abunch, s 13 cm

i Longltudinal distribution, a.u.
/ ” =l l | |
i | [Mocentoerbotpres: . N b SRl "I_.
(A} et Codirnatonf aperiure
| ol enanae i Larg
Fh 4 — Sira g o a oring e f
|I F wr
() 4] -
L |

\

17 AN /A, \ \3 | l::'itt
1]
Coastng hale
L
]

Langtudinal action, J/Jg
Transverse distribution, a.u.

Betatron amplitede, & fog
Fig. 5: Surface plot of the 2D distribution Fig. 6: Plan view of the plane (A, J).
f(J, A, t = 0).

Fig. 6 offers a top plan view over the plane (A, J) of Fig. 5. For convenience, 1D
projections of f(J, A, t) are shown folded onto the plane. Footprints of absorbing “walls’ are
plotted by solid lines in compliance with realistic target positions at 5.0sy, 4.5 and 4.0s,
respectively. A tentative position of collimator/aperture shadow at target is set to 4.1s, for
definiteness. This shadow spans parallel to J-axis since there are no momentum collimators in
the HERA-p for the time being. Particles diffuse upward along J-axis and face either head (dp
> 0) or tail (dp <0) “wind” (13), (14) in the half-plane J 3 Js.
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Composition of (37) by a number of particles coming from the bunched core or the
coasting halo regions depends upon the target position. It ranges from bunch-crossing non-
correlated readouts in case of target position #1 to a strong dominance of bunch-crossing cor-
related contributions in position #3 of Fig. 6. Outer target position #2 is a characteristic point
at which a pure coasting beam halo regime of interaction turns into the bunched-beam domi -
nated mode.

The asymmetry observed of coasting beam readouts between inner/outer wires is pre-
sumed to occur due to the two reasons:

1. a toggling drift component in flux (25) that affects density profiles in the
lower/upper half-planesof (] , x), and

2. characteristically different 2D images of the inner/outer wires in (A, J)-do-
main of interest, Fig. 4 and Fig. 6.

3.6 Diffusion versus Drift: a Rough Estimate

Here, the preliminary estimates are accomplished so as to comply roughly with beam obser-
vationsin the HERA-p ring.

Usually, a phase/frequency noise in RF system (or, may be, a noise in guide field B of
dipole magnets) shows up as a dominant cause of beam longitudinal dilution. For these noises
and flat power spectra use can be made of alinear approximation

D(J)=D,x (39)

that holds in the centre of a bucket, at about J £ J4/2.

On the other hand, explicit dependence of longitudinal distribution f(J, t|A) upon
transverse amplitude A, might enter viathe boundary condition (34) only. Normally, it takes a
long time for particles to arrive either at this boundary, or at the aperture limit Ja (36). Until
that time, one can employ approximation Jy, Jx >> Js and consider a distribution f(J, t) flat
versus parameter A,.

Average value of action variable

\T(t):i‘)JXf(J,t)dJ

can be interpreted as a properly normalised longitudinal emittance of the beam.

Insert V(J) = 0 and (39) into equation (23) and multiply both its sides by J. Integration
by parts in the right hand side and use of definition (40) results in the well-known law of
beam evol ution

(40)

dJ(t)/dt=D, and J(t)=J(0)+D, % (41)

that implies a conventional square-root lengthening of s; (t) p (C; +Ct) Y2
The second of equations (41) alows to estimate initial emittance doubling timet j, as

7(0) “2)

Specification [1] sets initial instantaneous bunch-length doubling time tg, to about 10 hr.
From adirect proportionality of ~ J(t) to s; 2(t) it follows that

tJZ:%tszzsm. (43)
Take theinitia distribution (32) with its
J(0) =21, (44)

ad
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‘ﬂf(J,t:O):_ f(J,t=0) (45)
1 J0) -
Recalling (42), one can now estimate diffusion flux inside bucket (at t = 0) as

_ fE.)_J
QUﬂ—DQx?ET—t f(J,1)

J2
where ratio J/t ;, can be referred to as a local speed of diffusion Vp(J). On extrapolating its
value up to separatrix, one gets Vp(Js— 0) = 0.2 JJ/hr which sets a scale of diffusion rate con-
sistent with bunched core life-time (43) observed.

On the other hand, according to Section 2.2.1, drift velocity encountered beyond RF
bucket due to SR losses does not depend upon J. Its magnitude is V = 9.5(6.3) Jg/hr at beam
energies gk = 920(820) GeV, respectively. Therefore, the HERA-p ring represents a drift-
dominated case with a diffusion-to-drift ratio Vp/V @1/50-1/30. To accumulate the alleged
coasting beam halo in the lower half-plane of (j , X) one has to provide the diffusive transport
well competitive against such a strong drift beyond RF buckets.

Both the demands — of a good life-time of bunched core and of a strong enough dif-
fusion beyond RF bucket — can only be met by a noise with a power density P(W) that

1 nearly vanishes for frequencies around 0-W, and

2. rapidly increases beyond this range.

In other words, P(W) with a DC notch is the most probable candidate to comply with the
coasting beam halo observations in the HERA-p ring.

3.7 The Suspected Noise Sour ce

Origin of aDC notch in P(W) can be traced with a simple scheme shown in Fig. 7. It sketches
entry points of phase and/or frequency errors in the RF phase circuit of the 208 MHz RF sys-
tem of the HERA-p ring. Specification of these errorsislisted in Table 4.

(46)

MRECT RF PATH

A 1] o
-1 ki 4

oo 4.(£7 $—"n TEAM

APLFERS § CANTY

PHASE FEEDBACK CIRGUIT

8
2

FHSSE
| mETECTOR

F reforoncn

Fig. 7. Schematic diagram of phase/frequency errors in the 208 MHz RF system.

Table 4: A list of tentative phase/frequency errors

i VCO noise

] 2 Phase noise of phase FB circuitry

] 3 Phase noise of RF power amplifier and cavity reduced to accelerating gap
ja B-field ripple reduced to equivalent RF phase/frequency noise

] s Resultant noise @ beam

Closing the feedback loop yields the in-out transfer equation

13



; _jl-G>‘(j2-j1)+j3 ; (47)
J 57 1+G +J 4
where G is a gain of the DC-coupled RF phase feedback. According to (47), VCO signadl is
used as areference for cavity phase measurements, and thus
. . -GX,+j .
Js=)1 % 1>‘]+ZGJ3+J4-

Since |G| >> 1, the only input signal that can yield an apparent DC notch at output | 5
is] z(shadedin Table 4). A high-quality VCO is expected to inject avery low noise j ;. Error
j » of phase detection just reoccurs at gap with the opposite sign, without any pronounced
suppression of DC. Power spectrum of B-field ripple equivalent error j 4 is anticipated to be
smooth and, may be, increasing with W® 0 because of (i) an inherent low-Q response of the
magnet chain, and (ii) integration in conversion from B-field error dB p dwge to phase error
j aresulting in an extrafactor YW in P(W), refer to (54).

In this context, we suspect phase noise of RF power amplifier and cavity reduced
to accelerating gap to be the magjor cause of beam dilution in the HERA-p ring. Conse-
guently, in compliance with (48), noises from the family of

(48)

W@ Pt e

are mostly involved into further studies.

(49)

3.8 Conclusion

Interaction rate at the HERA-B target depends upon a 2D particle density profile f(J, A, t).
As a starting point, transverse component of this distribution is taken to be constant in t.
Evolution in t of distribution along longitudinal action J is assumed to be governed by a
noise-driven diffusion/transport mechanism plus a systematic drift due to SR losses beyond
RF buckets. The HERA-p ring is expected to represent a drift-dominated case at its top ener-
gies. In this context, for the diffusive transport to ever get a chance to compete against the
drift (to build the alleged coasting beam halo in both the half-planes) while ensuring a good
longitudinal life-time of the bunched core, a DC notch in an apparent noise power spectrum is
likely to beinvolved.
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4 Diffusion under External Noise

In this Section, explicit expressions for the diffusion coefficient D(J) under external noise in a
single-RF system are given. A numerical technique to solve the diffusion equation is de-
scribed in brief. In general, treatment of the problem in question follows the guidelines of [5]
and references therein.

4.1 Generalities

Introduce a stationary, in a wide sense, random voltage u(t) with the zero expectation value
ai(t)fi= 0 and auto-correlation function &u(t+t)x(t)fi® &’f{(t). Here, angular brackets 4..fide-
note ensemble averaging, and &rf{—t) = &/f(t). Use is made of a double-sided spectral power
density

(50)
du )t)exp(ive)dt = Zdu )(t)coswt .

Let Py(W) bea baseband function with a I|m|ted band-width << wy, the angular rotation fre-
quency.

Unperturbed motion proceeds under the stable phase angle j s = 0°. Consider main RF
voltage at accelerating gap as a reference for 1/Q decomposition of gap errors. Then, the
guadrature voltage error is seen in the beam frame as

u(t) xcos; G) (51
and stands for a phase noise with the j -error signal dj (t) @u(t)/Vre. Accelerating frequency
error dwee(t) is equivalent to dj (t) = (‘)tdwRF (tddte.

On the contrary, the in-phase voltage error
u(t) >sinj (@ (52
represents an amplitude noise with the a-error signal dVge (t) = u(t).

Error dB(t) in magnetic guide field B varies the angular rotation frequency wg of a ref-
erence particle. Externally, dB(t) has the same dynamical consequences as the RF frequency
error dwge(t) with

dw,. _dB (53)
Wee B
where a is momentum compaction factor. Therefore, noise in B-field can be treated in terms
of an equivalent quadrature voltage error (51) with the power spectrum
P,(W) _a®wi P.(W) (54)

. (W)
vz @ B

4.2 Diffusion Coefficient inside RF Buckets

Diffusion coefficient D(J) depends upon 1/Q polarisation (51), (52) of the perturbation. It is a
sum over multipolar excitations of the bunch driven by noise through a set of incoherent side-
bands of synchrotron frequency Wy(J),

¥
DY 2(J LB G X\ (3) 5 mw, (3),
J£J ngRF ﬂ J=-¥

mi)=2j+1, m@=2]j

(55)
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where j is an integer. In a symmetrical potential well (1), j -noise drives odd multipoles m
while a-noise— only even m.

In a smooth approximation, noisy perturbation is seen as a plane wave of random ec-
celerating field propagating around the orbit. On the other hand, the inherent dynamics of a
bunch naturally proceeds in a periodic way that is described by acyclic variabley .

To this end, a key component to calculate weight functions W, @(J) is a decomposi-
tion coefficient of a plane wave into Fourier series over multipoles,

1h(9)= (‘)e ?k (3.y)- Imydy
In these terms, ’
W) =m0 o 1)) e
The weights can be eventually calculated versus a parameter O £ k £ 1 of (6),

ia & pm o Icosh & pm 710 () (58)
W KW1-k* )5
§2K smh %ZK @ (a)
and function Wm(j 'a)(J) is then recovered parametrlcally through J = J(K) taken from Table 2.
Fig. 8 shows a plot of the weight functions in question. For a short bunch (J ® 0) the
dominant excitations are driven either by a j -noise at the first (m= +1) harmonic of Wg(J)
with W.,9(J) p J, or by an a-noise at the second (m = +2) harmonic of Wy(J) with W.,®(J) p
F.

(56)

Fhass noizes: m = odd
Ampliude nolse m = avan

Moise weight functions, 2W

1] 0g 11
Longitudinal action, Ml

Fig. 8: Weight functions inside RF bucket.

4.3 Diffusion Coefficient beyond RF Buckets

In case of | = 0°, motion of an off-set particle beyond RF buckets is still bounded, but in a
scale of the entire ring. It can be described in terms of the appropriate angle and action vari-
ables { 1, J1), one turn around in beam frame corresponding to y ; ® y ; + 20. From this
viewpoint, orbital motion beyond RF buckets about the centre of the ring is physically
equivaent to a trapped motion inside an RF bucket where it aso proceeds along a closed
phase trgjectory about the stable fixed point.

Still, due to external RF voltage and random perturbations (51), (52) that are both pe-
riodic with 2pinj p hQ, orbital motion has a sub-period 2p/hiny ;. Therefore, (y 1, J;) and
the other parameters of orbital motion can be scaled down to the phase portrait of Fig. 1 so as
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to ensure a continuous matching of dynamic parameters across the RF separatrix (the last col-
umn of Table 2). Motion aong the orbital phase trgjectories in Fig. 1 is assumed to obey a
periodical boundary conditionatj = *p.
Diffusion coefficient D(J) is again a sum over multipolar excitations of the motion in
halo driven by noise through incoherent sidebands of “synchrotron” frequency Wy(J 3 Js)
¥ 59
000),, =228 fwen (o) mw o) )
s 2 gVRF @ j=¥
mé 2 =2j.
Contrary to (55), multipoles mdriven are now even for both j - and a-noises. In a full analogy
to (56) and (57),

1 (3 )——cjfxpg? i (.y)- imy dy )
and

wrng(a):m{“;h(aﬁ|;;,_h(J)|2. (1
Weights can be calculated versusaparameter 1£k<¥ of (6), )

Wl (1 )Zéz}gn]j(k o ICOSh & pm W)o Eja;

i tsinh- §2K ]/ k) &
with J = J(k) taken from Table 2.

Fig. 9 shows a plot of functions (62). At about J > 2Js, the motion proceeds as if it
were in a coasting beam. In this case, modulation of velocities due to external RF voltage is
too low for a halo particle to distinguish between I/Q polarisation of a random signal, (51) or
(52). The surviving 2W.,! @(J) merge at a constant value of 2, the coasting-beam limit.

Coaalirg beam bt

Mgige waight lunclions, 2

LD 15 2.0 28 EAH L a0
Langitudinal action, &)z

Fig. 9: Weight functions beyond RF bucket.

4.4 Numerical Solution of a Diffusion Equation

Spatial interval J = [0, Jy or Js] under study is broken by L+1 nodes J, (1 =0, 1,..., L) into L
segments of length DJ, = J, — Ji_; (I > 0). Boundary nodes are J, = 0 and J_ = Jya. One of the
inner nodes corresponds to separatrix Js exactly.

Spatial discretisation of equation (23) is accomplished via a Finite Element Tech-
nique. To thisend, f(J, t) is approximated by a piece-wise linear law
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(2.0 @& 10, 0) )

where F (J) constitutes a set of piece-wise linear basic functions (F(J) = 1 in the I-th node,
andisOin all therest nodes); f(J, t) @f(t).

Use of aweak formulation of Galerkin’s weighted residual technique yields a system
of linear homogeneous equations

A% Ft)+ (B +V)7() =0 (649
for an unknown column-vector
f(t) = (fo(t). f.t)..... £ (1)) (65)
with symmetrical three-diagonal matrices
2, DI, _ D, 0 (66)
g ™ [S;J AOE)J 6DJ DJ ;
~ + + + +
A:gAI,I—l :TI A =T A|,|+1—DUT'1+,
¢ _ T
8 AL,L-l 6 ALL 3 B
00 01
¢ D, _Ddi_ _
_ ¢ D D D, Dy *
B:(}BI,M:'EI B||:_|"'D]I1 Biin =- DJIl—v
g | | = 1+1 = 1+1 =
¢ B =- DL B, = DL N
8 LL-1 D] LL DJ -
L L 9
V V. 0 (68)
gavoo:' ?1 \/01:?l -
(; ) -
V=%, =- % Vy = MR Vi = Yoo i
cC " 2 2 ’ V2 +
(; -
8 VL,L-l =- 7L VLL = 7L B

Here,” D, denotes diffusion coefficient D(J) averaged over [J_1, J], V, is a drift velocity, if
any, in the I-th node. The last component of (65) is trivial: f_(t) = O due to boundary-value
condition (34) or (36), and dimension of problem (64) isL ~ L defacto.

Temporal discretisation of vector equation (64) is performed with an equidistant
timegridt™ =nDt,n= 0, 1, ... where Dt is increment in time. Use is made of a central finite
difference approximation of aderivativeint

d - 1 (- = (69)
— f(/2) @ fF0D _ £ )4+ o(pt2 |
and of linear interpolation to the intermediate time instant
(70)

£ (41/2) @%(F(nﬂ) + F(n))+O(Dt2).

Here, * f denotes the nodal value of ~ f(t = t,).

Inserting these two equations into (64) written for a central time t"Y? = (n+1/2)Dxt
results in a two-layer time-domain integration algorithm known as Crank-Nicolson’s numeri-
cal scheme,
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&+ E(B +V) o =8 E( )Of ™, ()
&2 g2
e %] e o
Thisiterative processis
1. unconditionally stable and
2. free of unwanted oscillations for an appropriately small Dt p DJ¥" D.
It is used to solve the diffusion equation in question with a dedicated computer code.

4.5 Conclusion

A full inventory of research tools is available to study longitudinal diffusion caused by exter-
nal noise in a single-RF system operated under j ¢ = 0°. The treatment with a diffusion equa-
tion is well extendable beyond RF buckets to study diffusive transport in a halo region. No
unnecessary simplifications are involved in taking into account the inherent non-linearity of
synchrotron motion.
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5 Low-Pass Filtered Noise Sour ce

This Section presents a numerical procedure to generate low-pass filtered noise samples with
aprescribed spectral power density employed in tracking simul ations.

5.1 Input Noise Sour ce

The primary source noise signal v(t) is assumed to be piecewise constant in time t during a
given turn around orbit, and non-correlated on a turn-by-turn basis. To this end,

vit)=a z, {F (t- nT,)- Ft- (n+2)T,)], (72)

where F (t) is Heaviside step function (= 1 when t 3 0 and 0 otherwise), To = 2p/wy is rotation
period, wq is angular rotation frequency, z, is a random sequence with a zero cross-correlation
&,z fifor nt m. Angular brackets &..fidenote ensemble averaging. Random variable z,, has
the uniform probability density in a range [-R, R]. Therefore, the expectation values &, =
a/(t)ii= 0, and the variances are

(22) = ()0)= 3R" 73

Auto-correlation function &/(t+t)%(t)i° 47f{t) hasavaueof (73) att = 0, is piecewise linear
for |t|£ To, and zero for [t]|3 T, (See broken line between bulletsin Fig. 11).
Making use of the double-sided spectral power density (50), one gets

asin(wT, /2) 92 1 (74)

P(w)=P where P, = §RZTO.

v

& WL/2 G
At lower frequencies jw| << wy of interest, signal v(t) behaves as a white noise with a constant
spectral power density Py.

Fig. 10 shows a sample of noise v(t). Its auto-correlation function, as recovered ru-
merically from 2000 samples, is plotted in Fig. 11.
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Fig. 10: A sample of noise source signal v(t). Fig. 11: Auto-correlation function of noise
source signal v(t).
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5.2 Digital Filtering and Output Noise

To obtain output noise u(t), &i(t)fi= 0 with controlled spectral properties, primary noise signa
v(t) (72) isfiltered through alinear digital network with atransfer function G(w) that yields

20



u(w) = G(w)v(w) P, (W) =[G (W)’ P, (w) (75)

The problem in question demands for noise spectrum shapes that ensure a control
over, at least, three parameters of interest in aresultant Py(w):

1. higher cut-off frequency wy of the spectrum, if required,

2. afractional depth g and

3. bandwidth w, of aDC notch.
This goal is achieved by a cascade connection of the two filters: alow-pass F(w) followed by
a high-pass T(w). Their cut-off and roll-off frequencies are set to wy and w, respectively.
Hence

G(w) =T (w) xF (w) (76)

where F(0) = 1, [T(0)F =g, F(¥) =0and T(¥) = 1.

In what follows, these filters and digital algorithms to implement them are discussed.
Either filter is treated and tested individualy.

5.2.1 A Low-PassFilter F(w)
Use is made of a conventiona Butterworth filter of the 4-th order whose

A 77
F(W): W - " |F(W)|2 = sV\};I 3 70
o) ng +2iww, ° (p/8)- wf, 2 W
cos p

where wy is a cut-off frequency. This filter offers a good approximation of a perfect low-pass
stepwise window, refer to Fig. 12 which plots the second of Eqgs.(77).
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Fig. 12: Basic low-pass filtering.

Under assumption P,(w) = P, of a white input noise, auto-correlation function of the
output noise u(t) at exit from F(w) can be recovered as the inverse Fourier transform of (77)

<U2>(t)= Py ><21—|OZ“jF(W)|2 exp(- iwt)dw= (78)
=P, X%(Re(wa exp ( bw,, [t |))+ Im(wa exp (iwa |t|))) b = expgi':‘g;

Therefore, variance of the noise on passing through F(w) reduces to

<U2>(0) _ WHTO ) ><V2 >(0) (79)

~ 8sin(p/8
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Digital filtering algorithm is obtained by inserting
21z-1 (80)
_ﬂm
into (77) with z being a parameter of the z-transform. As aresult, one gets
F(z) = Q' {L+4z+622 +42° + 7*) (81)
a, +a,z+a,z’ +a,z° +a,z’

where

1
==w,T,,
Q 2 H'0

Ay, = (1+ Qz)2 * 2Q(1+ Q2)>§059+sin99+ 20Q? sinE,
Y e 8 8¢g 4
a,; =-4fL- @°)F4Qk- @) osD+sin23
' e 8 8g

a, =4fl- @ +20+ Q- 4@ sin%.

As it follows from (81), digital filtering algorithm to reproduce transfer function (77) now
reads

82
uo:ai(Q4 "(V0+4V-1+6V-2+4V-3+V-4)' (%)

0

-au - au, - agu - a4u-4)
where v_, and u_, denote readouts of 1/O signals from the n-th preceding turn, the current one
being subscribed with 0. The first and second lines of (82) represent, respectively, non-
recursive and recursive parts of the digital filter involved.

Fig. 13 demonstrates a sample of noise u(t) at exit from filter (77) with a cut-off fre-

guency wy/wg = 1/20. Its auto-correlation function, as recovered numerically from 2000 sam+
ples, isplotted in Fig. 14 by asolid line. Thin curve plots afunction given by (78).
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Fig. 13: A sample of noise u(t) @ exit from Fig. 14: Auto-correlation function of noise
F(w). u(t) @ exit from F(w).
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5.2.2 A High-Pass Filter T(w)

Use is made of a filter comprising a dummy network section with the unit transfer function
encircled by a feedback loop equipped with an integrator H(w) and a perfect amplifier with a
gain factor K, refer to Fig. 15. This scheme represents DC-coupled feedback loops employed
in 208 MHz RF system of the HERA-p ring (in both, phase and amplitude contours). Similar
block diagrams were dealt with earlier in Fig. 7 and (49).

|l

M)

Fig. 15: Schematic diagram of high-pass filtering.

The in-out transfer function of such afilter is

_ 1 W, (83)
T(W)_1+K><H(W)' H(W)_WLl-iW
where wy; isaroll-of frequency of integrator H(w). As aresult, T(w) can be put as
W, - iW W2, + W (84)
T -1 2 _Wi
(w) W’ IT (W) e

Bandwidth w,_ (the higher roll-off frequency of [T(w)f) and fractional depth g of a DC notch
arefound as

WL:(K+1)ML11 g:]/(K+1)2. (85)
Asan example, Fig. 16 plots the second of Egs.(84) for g = 1/2000. Frequency w; of
H(w) exhibitsitself as awidth of flat-bottom (the lower roll-off frequency) in [T(w).
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Fig. 16: High-pass filtering, a DC notch.

Under assumption P,(w) = P,o of a white input noise, auto-correlation function of the
output noise u(t) at exit from T(w) can be recovered as the inverse Fourier transform of (84):
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(u?)(t)= XZLE )|exp iwt)dw = (0

5
=P M sexp(- w,[t])2
V"xé K+1 2 pl- w Da
Suppression of noise variance on pass ng through T(w)is
K(K+2) wT,0 (87)
u®)(0 - x—L 0 +x'v2)(0
())& - T A)0)
which estimate holds for w, To << p. Indeed, to justify the white noise approximation in ques-
tion, bandwidth w, of the DC notch must extend over only a small fraction of flat-top in the

centre of the source spectrum P,(w), (74).
The z-transform approximation of transfer function (84) is

T(Z) - bO + blZ (88)
a, +a,z
where
Q= 1W T
2 L1°0

8, = (K+1)xQ*1 by, =Q=1.
Hence, the digital filtering algorithm reads

1 (89)
Uy = a_(bovo +b1V-1 - a-lu-l)'

0
Fig. 17 demonstrates a sample of noise u(t) at exit from filter (84) with a lower roll-off
frequency w1/wy = /1000 and gain K = 20. Its auto-correlation function, as recovered ru-
merically from 2000 samples, is plotted in Fig. 18 by a solid line. Thin curve plots a function
given by (86) where a product d(t)d, is replaced with a finite function &/4{t)/af(0) shown
as a broken line between bulletsin Fig. 11.
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In practice, gains K as high as 10°-10° are employed. Therefore, factors (K+1) and
(K+2) of Egs.(85), (86), (87), etc can be safely replaced with K.
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5.3 Conclusion

Plots shown in Fig. 11, Fig. 14 and Fig. 18 demonstrate that prescribed correlation/spectral
properties of the noise signal are reproduced adequately in atime domain. A cascade connec-
tion (76) of two filters fed by a noise source (72) offers a realisable family of noise power
spectrums with four control entries (g, wy, wy and P,g). This set meets the demand of a track-
ing code since the longitudinal diffusion per se is expected to be a robust process that is well
insensitive to finer details of the noise spectrum.
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6 Longitudinal Tracking Code

This Section describes a code for multi-turn longitudinal tracking of macro-particles subjected
to phase or amplitude noises. Results of this tracking are benchmarked against the relevant
solutions of adiffusion equation.

6.1 General Description

6.1.1 Tracking Procedure

Use is made of alongitudinal co-ordinate (phase in RF rads) | 1 h(Q — wqt) where h is RF
harmonic number (208 MHz), Q is generalised azimuth of a rotating proton, wy is revolution
frequency, t istime. A reference particle hasj = 0 (mod 2p). Conjugated momentum is x =
dj /dt, and variables (j , X) constitute the longitudinal phase-space plane.

2

Fig. 19: Longitudina map decomposition.

A full one-turn transform (O® 2, see Fig. 19) is a product of the two area-preserving
maps. of a one-turn drift (O® 1) followed by a non-linear and noisy kick in a thin RF cavity
(1® 2). To thisend,

J1=) 0 T %0, (90)
X, =X,
and, then, for a phase noise,
J2=0 (91)
X, =Xy - To WG ssinj , +
+T, X\NS ><ul/\/RF)>COSj 1 ¥ ()
+T, "¢ xtanj  {1- cosj , ). (i)

Here, To = 2p/wqis arotation period, W, is a circular frequency of small-amplitude longitudi-
nal oscillations (2), j s is a stable phase angle that depends upon energy losses due to syn
chrotron radiation (9), Vgr is peak RF voltage per turn of beam around orbit. Phase j of a
macro-particleis treated in mod 2p and is reduced back to interval (—p,+p] if occurs beyond.

U, is a random voltage that is presumed to be constant during the given turn #1. Pre-
scribed spectral properties of u are tailored out according to Section 5 on a turn-by-turn basis.
Care is taken to ensure | << Vg S0 as to keep the noise in frames of the small-signal go-
proximation. Ratio u,/Vge can be interpreted as a phase error whose effect is reduced to an
additive quadrature voltage term 1 cog 1 in line (i) of equations (91). (On the contrary, stud-
iesof an amplitude noise request for an in-phase voltage term p (uy/Vge)>sin 1 there)

In the code itself, tracking proceeds in terms of the normalised variables (j , x/\Wp) use
of which reveal the product (WeXo) << 2p to be a natural small parameter of the mapping with
(90), (92).
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Post-processing of raw data and internal branching in the tracking algorithm relies on
anaytical formulae. They are available for a single-RF system in a smooth WeXo ® 0) go-
proximation in terms of elliptic functions (refer to Section 2.1). Parameter k of these functions
is recovered from co-ordinates of a macro-particle as
j & ex ¢ (92)
k? = ?n—; +

Zﬂ 2W0g

6.1.2 Initial Distribution

Initial longitudinal profile of abunch is conventionally assumed to be Gaussian in variables| ,
X. Therefore, tracking is launched with a matched exponential distribution

J 9 (93)
2). 9

wherey and J are longitudinal phase and act|on variables, Js stands for avaue of J at the
phase-plane trgjectory with 1s oscillation amplitudes.
Initial distribution of particlesover Jis
2p J 0 (94)

1
f(3,t) = Of(J y.t)dy|_, = 20, expg F;

AR e pg

Both functions, (93) and (94), are normalised to 1.

Distribution (93) is modelled with a set of macro-particles injected onto an equidistant
rectangular 2D grid in variables (&, y ) where A; £ p is amplitude of oscillations along j .
Cartesian phase-plane co-ordinates (j , xX) and weight W of a macro-particle occurring in the
node (A, y ) are recovered in compliance with analytical formulae available for a single-RF
system:

A (95)

k =sin—,

Kk, (% (96)

—_—
k)

—2arcsma% N
) < 8 p

x=2W0>k>cng ()y k—

W:f(J(k),y,t=0)><W0xM>sinA xDA, Dy, (98)

=35 4EK)- - k) (k) (%9)

Here, K(k) and E(k) are complete elliptic integrals of the 1% and 2 kinds (6), k is their pa-
rameter, sn(x,k) and cn(x,k) are Jacobi elliptic functions, DA; and Dy are grid periods.

Phase-plane portraits of a bunch are shown in the top row of Fig. 20. This figureis an
example of noise-free tracking over 25,000 turns. Mapping parameter WX = 2p/50 and tan ¢
= 0. In total, 1500 macro-particles are arranged into 25 ° 60 grid in (4, y ). Parameter Js of
distribution (93) is set to 0.062Xs where Js is action variable at separatrix, (5). Such a Js cor-
responds to r.m.s. half-length of a bunch s; = (0.18-0.19)’p — equivalent to ss = 13 cm @
| re = 1.44 m (208 MHz) which is bunch size at start of aHERA-p run [1].

Histogramsin lower plots of Fig. 20 reconstruct distribution f(J, t) of particles over J.
Smooth lines show the anticipated law (94). Longitudinal profile of a bunch is thus trans-
ported without a noticeable distortion. Integrals over distribution (such as bunch population
Ng and average emittance ~ J of abunch, (106)) are kept constant in t.

(97)
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Fig. 20: Tracking without noise and losses due to SR.

6.1.3 Accumulation of Dimensionless Times and Noise-to-Drift Ratio

There are two inherent time scales imposed by the dynamical effects under study — diffusion
and drift. Hence, depending on the context, use is made of the two dimensionless time vari-
ables: diffusive timet; and drift timet,. They are defined, respectively, by

100
t1=t><vvc2’f"0, ( )
VRF
, 101
tzztxi:txgwotanj o (10D
Jg 4

where V is amplitude of drift velocity along J of protons in beam halo, (14). These definitions
are dictated by a diffusion equation. Contrary to yet uncertain level P,y of external white
noise, drift velocity V iswell known a priory for the HERA-p ring (refer to Section 2.2.1), and
useof t, isthus preferable.

Results of tracking must be compared to those obtained by numerical solution of dif-
fusion equation at the identical instants of t; or t,. These times are incremented with a turn
number n of tracking according to
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, (¥)(0) (102)

(103)

In the latter case, level required of a noise in the system is adjusted by setting a proper excess
of noise source variance <v2>(0) /VRZF <<1 with respect to a given value of its drift counterpart

1 .
B—tan J s
4 (W,T,)
To parameterise relative level of external noise contamination, use is made of a Noise-
to-Drift Ratio that reads

NDR = _ngvo x‘]_S = t_l (104)
Ve Vo4

Still, from a viewpoint of adverse effect on the beam, more representative is a value of NDR;
reduced to the apparent-to-beam noise u(t) at the first (dipole) harmonic of synchrotron fre-
guency

105
NDRl - VVS\F/JUZ(WO) x‘\]/_S ( )
RF

which value will al'so be mentioned for reference.
6.2 Tracking versus a Diffusion Equation

Here, tracking data is subjected to tests versus results yielded by solving a diffusion equation.
A one-to-one agreement between outcomes of tracking and 1D diffusion equation can only be
expected in case of a perfect symmetry between upper and lower half-planes of phase plane
(J »X). Thelatter implies:

1. equal distances between top/bottom absorbing walls and bunch centre,
2. either absence altogether of drift fluxesin ahalo region,
3. or presence of both inward or both outward drifts there.

These conditions are sketched as cases ##1, 2 and 3 in Fig. 21. Case #1 can be readily
modelled with tracking by taking tary s = 0. On the contrary, cases ##2, 3 cannot be encoun-
tered in a conventional accelerator regime represented by a straightforward tracking algorithm
(90), (91). still, the drift fluxes can be reversed artificialy, in a computer code, by a mere
toggling sign of tanj s* Oinline (i) of equations (91), according to the prescription:

Table 5: Reversing the drift fluxes
Case#2: | tanj ;<0 forparticleswith J>Js& x>0,
Case#3: | tan <0 forparticleswith J>J5& x<O0.

Input parameters the for benchmark calculations are taken such as to retain the most
essential features of the effect under study:

1 aslow degrade of the bunched beam core,

2. crossing the RF separatrix,

3. diffusive transport beyond buckets,

4, concurrent drift due to energy lossesin ahalo region,

5. ultimate loss of particles at an aperture limit.

In what follows, for demonstration purposes, spectrum of noise is taken as Py(W) =
IG(W)|>P,o where G(W) = T(W)>F(W) is a transfer function of low-pass and high-pass filters in
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series (refer to Section 5 for details). Lower and higher roll-off frequencies are W./W, = 0.05
and W/W, = 5. Relative depth of DC notch is g = 1/2000. Fig. 22 plots spectral power density
Pu(W) with Py(Wp) @P,o/6. The resultant diffusion coefficients D(J) are shown in Fig. 23 for
phase (solid line) and amplitude (dashed line) noises. Phase noise is more dangerous for
bunch core, while amplitude noise has a stronger effect on the tails of distribution.

Absorbing wall is located outside of RF buckets at Jyy = 2Js. In total, 6,000 macro-
particles are involved into tracking. At injection, they are arranged into 50 © 120 grid in (A,
y ) so asto reproduce distribution shown in Fig. 20 by a smooth line.

V(J)>0 @) v(J)>0 & V(J)<0

Fig. 21: Classification of test problems.
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Fig. 22: Noise power spectrum, tests. Fig. 23: Diffusion coefficient, tests.
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6.2.1 Case #1, without Drift in a Halo, Phase Noise

Energy lossisignored, and tanj s = 0. Diffusion is followed for an interval of time t, = 0-25.
To accumulate this time, about 130,000 map iterations are required. Prior to plotting, al
tracking results are averaged over 5 realisations (initial seeds) of a random process u(t) to ac-
complish a reasonable statistics. Thick solid lines plot solutions of diffusion equation while
thin lines are the tracking results.

Fig. 24 shows evolution of beam population inside bucket and aperture.

Fig. 25 illustrates degrade of beam core. It plots (effective) beam size that is recovered
from an integral over distribution:

_ g (106)
s;.(t)= i) with J(t) = QJJ f9.1)ad .
W, o f.t)d

Vadue of sj; coincides exactly with a standard r.m.s. half-length s; for a short Gaussian
bunch maintained in a purely parabolic longitudinal potential well U(j ) = W3 %/2.

Histogramsin Fig. 26 reconstruct distribution of particles along J by the end of a run,
at t; = 25. Fig. 27 zooms the halo region and also reveals a partition (close to 50/50) of parti-
cles between lower and upper half-planes.
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6.2.2 Case #1, without Drift in a Halo, Amplitude Noise

This case demonstrates that both the codes (to solve diffusion equation and to track macro-
particles) do properly distinguish between phase and amplitude noises. Results are plotted in
Fig. 28-Fig. 31. Due to a large beam size at injection (about half of RF bucket at base of dis-
tribution), adverse effects of phase and amplitude noises are comparable quantitatively. Such
integrated observables as rate of population decay and accumulation of particles in halo re-
gion are well insensitive to the nature of noise, either phase or amplitude. The only distinct
signature of amplitude noise available is along-time persistence of the pronounced beam core
(compare Fig. 20, Fig. 26 and Fig. 30). Eventually, it exhibits itself in a different scenarios of
bunch elongation, see Fig. 25 and Fig. 29.

as —

08—

LiE. S|

In apertiEe
08—

a7 —

Papulation

07 —

Bunch r.m.s. hath length, RF rad

08—

06 — in RF buthet
o5 — . : I . ! o5 —
a 5 1 15 = ] [x] . e 1% 20 e
Tirre by Time t;
Fig. 28: Beam population, case #1, a-noise. Fig. 29: Bunch size, case #1, a-noise.
5.0 oz
P— Absorbing Senaratric :gnnrbirg

a wall
£ 02
g 30 g
E 0 E Lippar half.plams
= - NERE .
5 g ot

LU i

Loysser Faf-pland
00 1 —h——— oo —4
a ] 2 1
Longitudinal action, 14z Longitudinal actan, 140g
Fig. 30: Longitudinal distribution, case#1, a-  Fig. 31: Beam halo region, case #1, a-noise.
noise.

6.2.3 Case #2, Inward Driftsin a Halo, Phase Noise

Now, tanj s = 0.002, and the prescription of Table 5, the first line, is followed. Diffusion is
studied for an interval of time t, = 0-12.5. To accumulate this time, about 65,000 map itera-
tions are required. Again, a 5-sample averaging of random process is performed prior to plot-
ting. Noise-to-Drift Ratios (104), (105) are NDR = 2 and NDR; @L/3.
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Tracking resultsfor t, = 12.5 are shown in Fig. 32—Fig. 35. The major bulk of particles
is confined close to RF bucket since diffusion is overridden by drift. Thereisonly anegligible
loss of particles at aperture.
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6.2.4 Case #3, Outward Driftsin a Halo, Phase Noise

Now, the second line of Table 5 is active. Tracking results for t, = 12.5 are shown in Fig. 36—
Fig. 39. Particles are quickly transported by diffusion plus drift mechanisms through the halo
region of J = (1-2)Js. Therefore, plots of beam population inside bucket Ng(t,) and aperture
Na(tp) virtualy repeat one another, up to an estimated time lag Dt, @0.9, Fig. 36. Halo popu-
lation Na(tz) — Na(tp) reaches alevel of around 5% of injected particles at t, @6 (refer to the
solid line of Fig. 44 below).

33



og

08 —

0E —

08 —

Fopulaticn

im agferturs

06 —

Bunch r.m,s, hat-bength, AF rad

0E —

in RF buckel

] 5 10 15 a 5 10

Tome by Tame by
Fig. 36: Beam population, case #3, j -noise. Fig. 37: Bunch size, case #3, ] -noise.
1.2 o
i Separalri i:rnm,rg
Separatrix Abssrbing

0l

Longitudinal destribution
Langitudinal distribution

Lt haall- plania [IETECTRNTE BT

y La'|g1u|.1|||a:al.'t|u||. Jilg 1 : Langdudinal actian, J/ k- o
Fig. 38: Longitudinal distribution, case#3,] -  Fig. 39: Beam halo region, case #3, ] -noise.
noise.

6.3 Conclusion

A proper solver for diffusion equation with a drift term and a correct tracking procedure are
available. They yield coincident results in the areas of mutual applicability (cases ##1,2 and 3
of Fig. 21).

The important features of diffusion equation solver thus verified comprise:

1 Adequate handling of separatrix crossing and of an integrable divergence in
diffusion coefficient D(J) at J = Js.

2. Proper treatment of diffusion transport beyond RF buckets in a halo region
where analytical formulae in terms of éliptic functions for a single-RF system are available.

3. Systematic effect o SR losses is confirmed to be reducible to a slow drift
along J with a constant velocity V beyond RF buckets.

Adequate synthesis of noise samples in time domain for tracking is provided. Pre-
scribed spectral properties and magnitudes of noise are reproduced correctly.

Phase or amplitude noises of the same power can be distinguished by different laws of
bunch lengthening versus time. Longer bunches are obtained with a phase noise.
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7 Beam Halo Effect, an Example of

In Section 6.2, tracking code is benchmarked against solutions of diffusion equation which
properly treats three qualitatively distinct cases ##1, 2 and 3 in Fig. 21. Here, the thus verified
code is converted and applied to case #4 of practical interest. This conversion is accomplished
by commenting out a single line in the program source text. Such a minor update of the code
enhances confidence into tracking results.

Case #4 of Fig. 21 is amenable to tracking studies only. There exists a plain physical
analogue for this problem — dissolving a warm spinning bit of a solid aquarelle colour im
mersed into a laminar flow of a hot water.

It should be emphasised that it is aconventional effect of bunch dilution inside RF
bucket that fails to obey rigorously a 1D diffusion equation in variable J for tanj s * O rather
than motion in beam halo per se. The latter iswell governed by 1D diffusion plus drift that are
fed by a proper influx through the emitting boundary.

Study of the neighbouring cases ##1, 2 and 3 of Fig. 21 with a diffusion equation pro-
vides an useful insight into case #4 in question. Say, it has already allowed to recover natural
time scales of the problem in question (refer to (102) and (103)). Solving the diffusion equa-
tion is a powerful and time-saving procedure. Naturally, the question arises what is the corre-
spondence between easily available solutions for cases ##1, 2 and 3 and those for case #4.
Here, it this question that is dealt with.

7.1 Case #4, Inward/Outward Driftsin a Halo, Phase Noise

All the parameters of tracking procedure are retained from Section 6.2. Still, prescription of
Table 5is now discarded.

Fig. 40 shows evolution in time t, of beam population inside bucket (lower curves,
Ng(t2)) and aperture (upper curves, Na(tp)). Thick lines plot solutions of a diffusion equation.
Thin lines are recovered from tracking studies of case #4 on a 5-sample averaging. Cases #3
and #4 exhibit a very close behaviour. It tells that the particles are readily removed from the
outer vicinity of separatrix, suffice it to arrange a draining drift flux even in a single haf-
planeof (j , x).

Fig. 41 shows evolution of beam r.m.s. half-length. Tracking curve goes in between
plots for cases #1 (no drift, V = 0) and #3 (V > 0). Case #2 (V < 0) yields an overestimated
bunch size since the particles are crabbed back into RF bucket area from both half-planes
which resultsin flat distributions with large variancesin j .

Fig. 42 reconstructs longitudinal distribution function at t, = 12.5. Asis expected, this
distribution is continuos at separatrix. Again, case #3 provides a good approximation for the
ultimate bunch and net halo profiles (population of upper plus lower half-planes).

Fig. 43 reveals composition of beam halo by particles occurring in the upper/lower
half-planes. Tail of distribution in the upper half-plane, case #4, is well represented by net
profile available from solution for case #3. On the other hand, solution for case #2 provides an
estimate from above of beam halo extent in the lower half-plane. No particles can occur be-
yond beam tail width at base found with a diffusion equation for case #2 in which gradients of
distribution function and diffusion fluxes to counteract drift are at their top val ues possible.

Similar to the HERA-p ring, there is a significant drift background in the test problem
under study. It tends to depopulate halo region. On crossing the separatrix, particles are
quickly transported to aperture, and Na(t,) nearly follows Ng(t,) with halo population vanish-
ing. Therefore, solutions for a zero boundary-value problem at separatrix (@ f(Js, t) = 0)
shownin Fig. 40-Fig. 42 would offer a very satisfactory approximation of beam parameters
inside RF buckets (the bunched-core observables) for case #4 of interest.
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Fig. 44 plots a difference Na(t) — Ng(to) that shows how coasting beam current is ac-
cumulated in beam halo region. Halo population Ny(t,) steadily increases to < 5% of injected
intensity Ng(O) until around 20% of beam is lost at an aperture limitation. Then, halo decays
exponentially with the entire beam. The smaller isthe NDR (104), (105), the lower is popul &
tion of halo in total. Ratio of instantaneous populations Ny(to)/Ng(t) shownin Fig. 45 is about
to saturate at alevel L NDR witht, ® ¥. Thiseffect istreated in Section 8.3.

7.2 Conclusion

Study of case #3 in Fig. 21 (both outward drifts in halo region) with a diffusion equation
yields a very good approximation of case #4 (outward and inward drifts) that is of a practical
interest, accumulation of net current in beam halo included.

Except for a plain tracking, there are no reliable tools to recover partition of halo
population in between upper and lower half-planes of phase-space plane. Study of case #2
provides only the worst-case estimate of halo extent in a half-plane where the diffusion faces
a head-on drift.

In the HERA-p ring where there is a significant drift background outside of RF buck-
ets, solutions of diffusion equation with a zero boundary-value condition at separatrix would
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provide a rather good description of evolution of the bunched-core observables — bunch
lengthening and its decay in popul ation.
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8 Beam Halo Effect in the HERA-p Ring

In this Section, the tools tested and benchmarked above are applied a redlistic set of parame-
ters compliant in general with the coasting beam halo effect in the HERA-p ring.

8.1 Phase Noise

Spectrum of phase noise is taken as P, (W) = |G(W)P,o where G(W) = T(W)*F(W) is a transfer
function of low-pass and high-pass filters in series (refer to Section 5 for details). Table 6
specifies parameters of three (quite redistic for the HERA-p ring) options studied. There, W,
isahigher roll-off frequency, g is arelative depth of a DC notch, W, ; is awidth of flat-bottom
near DC. Effects of the spectrum cut-off at W are discarded for the time being. Fig. 46 plots
spectral power densities Py(W). Occasionally, power spectrum P, of white noise source is re-
ferred to in terms of P,¢/10° which is a power of white noise source reduced to the reference
level of Fig. 46.

The resultant diffusion coefficients D(J) for synchrotron frequency Wy/2p @40 Hz are
shownin Fig. 47, difference between the noise options being barely distinguishable. Value of
noise spectrum at first harmonic of synchrotron frequency that mostly determines the rate of
bunch dilution is Py(Wp) = (8.1-7.1) P,/ 10°.

Table 6: Parameters of a tentative noise power spectrum

# of Py(W) g W4/2p, Hz | W/2p, kHz | Wi/2p, Hz
1 10°° (60 dB) 15 15 ®¥
2 10°° (80 dB) 1.5 15 ® ¥
3 10  (-100 dB) 0.15 15 ®Y
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Fig. 46: Three options of noise spectra Fig. 47: Diffusion coefficient.

8.1.1 Zero Boundary-Value at Separatrix

Actualy, this case presumes beam halo as having a vanishing, zero population. This assunp-
tion is expected to be very close to redity (refer to Section 7). In this context, a primary
evaluation of noise contamination in the HERA-p ring is accomplished so as to comply at
most with observations available.

Fig. 48 and Fig. 49 show bunch length dilution and decay of beam population found
with a diffusion equation. Dimensionless timet; is defined in (100).
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Solid linein Fig. 48 plots effective bunch half-size s; ; introduced by (106). Abscissa
t @0.2540° of a crossing point between initial slope and a level of twice the injected beam
size corresponds to initia instantaneous bunch-length doubling time t s,. Specification [1] sets
t 5o to about 10 hr. Hence, power density of phase noise can be estimated as

Puo t 42 (107)
o= A1X0 " rad“/Hz, or

VRZF t52 XVVS @ /

I::.u (WO)

— 0l @ x0°° rad?/Hz.
Vee
Estimated loss of bunch population is £ 30% by the end of 10 hr long run, Fig. 49.
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Fig. 48: Evolution of bunch size. Fig. 49: Decay of bunch population.

Fig. 50 and Fig. 51 show evolution in time t, of distribution function f(J, t) and of line
density | (j , t) of abunch. The latter isfound as
+200-§2 (108)

Gk of (GG x)t)dx/w,
- 2cos-

wherefunction J = J(j , X) is recovered from J(k) given in (99) and k* = K%(j , X) of (92). Each
profile corresponds to noise option #1 of Table 6, and is shot at equidistant time intervals of
t,/10° = 0.0(0.1)0.5.

With | (j , t) available, one can restore the standard r.m.s. half-length of a bunch ac-
cording to
"~ C\)ppj 2 (J ,t)dj (109)

Sj (t) - P, 7. i '
0, (i -t)di

Generally, definition (106) resultsin s;; 1 s;. To estimate the difference, variances s; for
line densities of Fig. 51 are plotted by bulletsin Fig. 48. Effective beam size s 1 is well repre-
sentative. It coincides with s; for short bunches, and is shorter than s; by only about 10% by
end of along run.

For reference, empty circlesin Fig. 48 plot the relevant half widths at half maximums
(HWHM) of a bunch that are commonly used, aong with the FWHM=2" HWHM, in beam
diagnostics of the HERA-p ring.
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Fig. 50: Longitudinal distribution. Fig. 51: Line density of a bunch.

Fig. 48 shows that law of s;(t) saturates with t; ® ¥. The stationary value does not
depend upon initial size of a bunch. This effect is due to the ultimate survival and dominance
of aleading term in Fourier—Bessel expansion of a solution of a boundary-value problem for
the diffusion equation in question. Indeed, numerical solution of the eigenvalue problem asso-
ciated with (64) readily yields the dominant eigenfunction that is the only one to persist at t,
® ¥. Thisfunction isplotted in Fig. 52. Itisnormalisedto 1 at J = 0, and is apparently go-
proached to by end of the run, see Fig. 50.

Recovering line density by integrating the leading eigenfunction with (108) reveals
asymptotic shape of a bunch plotted in Fig. 53. Table 7 lists anticipated size of such a bunch.
Stationary value of bunch-length is s = 20 cm or 1.7 nsec (FWHM). This value complies
with beam observations in the HERA-p ring, refer to Fig. 1 of [6].

The last column of Table 7 specifies the law of ultimate beam population decay. It is
derived from computed value of the (smallest) eigenvalue corresponding to the leading eigen-
function plotted in Fig. 52. Ultimate life-time of beam population (Ng(t) p exp(-t/ty)) is esti-
mated asty @(15-17) hr.
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Fig. 52: Dominant eigenfunction. Fig. 53: Ultimate shape of a bunch.

40



Table 7: Parameters of a dominant term in Fourier—Bessel expansion

# of Py(W) si, RFrad | s;,RFrad | HWHM, RFrad | Law of aterminal decay
1 0.81 0.89 1.11 U exp(—2.61%,/10°)
2,3 0.80 0.88 1.08 1 exp(—2.375,/10°

Contrary to beam life-timest s, and ty, asymptotic shape of the bunch and its geomet-
rical parameters like s, s; and HWHM do not depend upon a level of noise in the system.
Rather, they are signatures of the noise type per se (either phase or amplitude), and of a shape
of anoise power spectrum P,(W) seen in the reduced frequency scale p W/W,. Observation of
these parameters yields a valuable insight into properties of noise.

8.1.2 Zero Boundary-Value at Aperture, Diffusion Equation & Tracking

Now, absorbing boundary is moved to Jy = 4.53s. Noise option #1 of Table 6 is taken. To
ease accumulation of dimensionless time t, (101) in tracking computations, energy losses are
enhanced artificially by adopting tarj s = 0.002 << 1. Beam evolution is studied for an interval
of t, = 0-100. (It stands for a 10 hr long run at g5, = 920 GeV and drift velocity V of around
9.5 Jghr.) To accumulate this time, about 500,000 map iterations are required. A 5-sample
averaging of random processis performed prior to plotting.

NDR (104) is set to 2500 which corresponds to noise level (107) recovered from beam
observations, and energy losses due to SR of 920 GeV protons. (More relevant is a value
0.023 of NDR; (105) seen by beam. It indicates that HERA-p ring indeed represents a drift-
dominated case. An example of beam halation effect studied in Section 7 has its apparent
NDR; higher by an order of magnitude, around 0.33.)

Fig. 54 shows evolution in time t, of beam population inside bucket (lower curves,
Ng(t2)) and aperture (upper curves, Na(t)). Thick lines plot solutions of a diffusion equation,
thin lines — those of tracking. In a whole, it is essentialy the earlier Fig. 49 for a bunch
population decay that is reproduced in adifferent time scale and range.

Fig. 55 shows evolution of beam r.m.s. half-length s; 1 (106). Tracking curve predicts
abit lengthier bunch than diffusion equation. (A similar situation has been encountered earlier
in Fig. 41). Again, Fig. 48 plotting sj4(t,) for zero boundary-value condition at J = Js com-
plieswith Fig. 55.
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Fig. 54: Decay of bunch population. Fig. 55: Evolution of bunch size.

Fig. 56 and Fig. 57 plot longitudinal distributions at six equidistant instants of t, =
0(20)100. Beam halo region is zoomed. Ultimate profile (at t, = 100) is compared with track-
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ing histograms in Fig. 58 and Fig. 59. Due to a small value of NDR, lower-half plane halo is
crabbed to a very narrow outer vicinity of a separatrix. In general, halo profiles are consistent
with results yielded by a diffusion equation, cases #2 and 3 of Fig. 21.
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Fig. 60 shows how beam current is accumulated in beam halo region. Thick line plots
a difference between two curves of Fig. 54, thin line is a result of tracking calculations. Top
value of halo population is around 1.5%. Diffusion equation yields reliable estimates of the
net population of beam halo.

Fig. 61 is obtained with tracking entirely. It shows that partition of particles between
lower and upper half-planesin halo region is as small as 1/100 ca. Diffusion is strongly super-
seded by drift in the lower half-plane, and coasting-beam particles constitute only athin layer
beyond of RF buckets in a half-plane that faces a head-on crabbing (positive momentum off-
Sets).

For a given set of parameters (the NDR) consistent with evolution of beam bunched-
core observables, there must be virtually no coasting beam in the lower half of phase-
gpace plane (j , x).
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Still, beam observations in the HERA-p ring show that there is an asymmetry in
bunch-crossing non-correlated readouts from the HERA-B wire targets of around 5-to-1 in
favour of the outer wire (refer to Fig. 4 of [2]). This effect can be explained by referring to
Fig. 4. Indeed, the upper, coasting beam populated half plane of (j , X) is scraped along either
curve BD (image of the outer wire) or EF (the inner wire). In the latter case, the wire samples
less populated tails of the beam distribution due to the larger betatron amplitudes A, involved.
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Fig. 60: Accumulation of net current in beam  Fig. 61: Partition of halo population between
halo. lower and upper half-planes.

8.2 Amplitude Noise

8.2.1 Zero Boundary-Value at Separatrix

Studies of phase noise indicate that assumption f(Js, t) = O is quite representative for the
HERA-p ring as long as questions other than beam halation are concerned. This case is well
sufficient to demonstrate that amplitude noise should be condoned as a suspected cause of the
bunch dilution effect observed.
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Fig. 62: Evolution of bunch size. Fig. 63: Line density of a bunch.

Indeed, solid line in Fig. 62 plots effective bunch half-size s;; (106), bullets mark
standard deviation s; (109) and empty circles— HWHM of abunch. Fig. 63 shows line den-



sity | (j , t) of abunch at t,/10° = 0.0(0.1)0.5. All this data is recovered with a diffusion equa-
tion.

There are at |least three features of bunch evolution under amplitude noise that are not
confirmed with beam observations in the HERA-p ring:

1 Shorter (by >10%) beamr.m.s. sizesat t; ® ¥.

2. Overshooting sustained levelsof sj; and s; and approaching them from above
in along enough run.
3. Eventua (monotonous) decrease in half widths at half maximums (HWHM)

due to maintained bunched core and depopulated bunch tails.
Tothisend, it is definitely not an amplitude noise of RF system that shows itself up
in the HERA-p ring, at least, for the time being.

8.3 Elementary Theory of Halo Accumulation: the Drift-Dominated Case

Assume a strong dominance of drift over diffusion transport in the halo region. This is the
case for the HERA-p ring where NDR, NDR; << 1.

Net halo population Ny(t) is confined, mainly, to the single half-plane (refer to Fig. 57,
Fig. 59). On applying to a conservation principle of particles and a continuity principle of
fluxes, one gets

deBt(t)=Q(Js,t)=V <t (3,1) (110)

where Ng(t) denotes population inside bunch, and the second term of (25) is ignored. The halo
profile is presumed to be transported by drift mechanism with only. Then,

1lg 111
100)=t8.t-259 5 £5g,, (1)
e V g

where J, is aperture limitation in terms of J. Net population accumulated in halo region by
timetis

Ia (112)
N, (t) = of (3,t)dJ.
‘]S
Oninserting (111) followed by (110), one gets
Ja-ds (113)
Y dN
NH(t)_' (0] T(t' tl)dtl'
0
Applying to the mean-value theorem resultsin
dN Jy-J (114)
N, (t)=- —=2(t,)>2—=,
A= T )

t,=t- quA\'/—JS, 0<q<1.

Central-point approximation for the delayed time t, corresponding to the value of q = 1/2
proves to meet all the practical demands.
In the terminal, exponential phase of beam decay when Ng(t) p exp(-t/ty), influx of
particles through separatrix can be esti mated as
C NG () GNa(t) (115)
dt ty
On inserting this equation into (114), one finds out that ratio of halo to bunch populations
would saturatewitht ® ¥ at alevel of




Nu) gda=ds |\ WeRo Js- @, 0 (116)

Ne(ts) — V2, Ve V&) g

The leading factor in right-hand side of this equation is the Noise-to-Drift Ratio (104)
— the input parameter for both the codes, to solve diffusion equation and to track macro-
particles.

Equation (116) suggests experimental technique to measure the NDR. Its denominator
contains a well-defined quantity V, and overal level of noise can thus be diagnosed after-
wards.

According to Section 2.2.1, in the HERA-p ring drift velocity V is around 9.5(6.3)
Jg/hr for beam energies g&o = 920(820) GeV, respectively. Let, for definiteness, the aperture
limitation be encountered at Jy = 4.54s. Asit follows from Section 8.1.1, ultimate life-time ty
of beam population is around 16 hr. Hence, dueto (116),

N, (t)/N;(t,) @2.3% (920GeV), or @B.5% (820GeV).

Exponential phase of beam decay begins since about a 10 hr age of afill when Ng(t;)/Ng(0) is
closeto 0.7. Therefore, top value expected of the halo population is

Ny (t)/Ng(0) £1.6% (920GeV), or £2.4% (820GeV).

Fig. 60 confirms this estimate for the 920 GeV beam. Primary paper [1] also specifies
N (t)/Ng(0) as (1-2)% cafor 920 GeV protons.

Due to the retarded drift velocity V, halo region must be more populated for 820 than
for 920 GeV protonsin the HERA-p ring, other conditions being equal. This fact is confirmed
by observations as well, refer to pp. 92, 96 of [6].

8.4 Conclusion

Asfar asthe HERA-p ring is concerned:

1. Phase noise with a spectrum P; (W) 1 W and a level of about 10™° rad”/Hz at
frequency Wy/2p = 40 Hz plus a drift beyond RF buckets due to synchrotron radiation losses
can account for most of the coasting beam halo phenomenology available.

2. With a small value of Noise-to-Drift Ratio (NDR; @1/40) in question, studies
of the bunched core evolution can be reliably accomplished by solving a conventiona 1D dif-
fusion equation in action variable with a zero boundary-value condition at separatrix.

3. Net accumulated coasting beam current is directly proportional to a value of
NDR.

4, For a value of the NDR in question, partition number of coasting beam com-
ponent in between upper and lower half-plane is only around 1/100. To this end, there must be
virtually no coasting beam halo in the lower half-plane of (j , X).
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9 Comparison with Beam Observations

This Section ascertains the RF noise model in question of coasting beam halo effect in the
HERA-p ring so as to account for finer details of beam observations. It takes into account the
comments and suggestions put forward by the DESY accelerator experts in course of the go-
proval period for this study (May—August, 2001).

9.1 Sustained Length of a Bunch

Fig. 64 plots measured p-bunch length (FWHM) in atypical run of the HERA-p ring. It is a
citation from [6], [7]. The 22 hr long run starts with FWHM = 1.4 nsec, ultimate FWHM be-
ing 1.85 nsec.

The latter figure exceeds by about 10% the stationary value of FWHM = 1.7 nsec ob-
tained in Section 8. There, the assumption of higher frequency cut-off Wy ® ¥ in noise power
spectrum is followed, refer to Table 6. However, even in that (worst) case one fails to ensure a
diffusion transport beyond RF buckets sufficient to overcome drift due to the SR so as to ac-
cumulate a noticeable beam halo in the lower half-plane of ( , x). To this end, the goa of
keeping the suspected noise variance as large as possible may no longer be pursued, and ad-
justing the higher cut-off W, of the noise power spectrum model (Section 5) can be employed
to match exactly the stationary bunch size to beam observations.
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Fig. 64: Measured p-bunch length versustimein atypical run.
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Decreasing Wy does not only hamper diffusion beyond RF buckets, but also reduces
contribution of higher multipoles to series (55). Therefore, diffusion at the outskirts of bunch
is suppressed which would result in lengthier bunches. Fig. 65 plots spectral power densities
P.(W) with aDC level g = 107 and cut-off frequencies Wi/Wp = 2.0(0.5)4.0. The resultant dif-
fusion coefficients D(J) are plotted in Fig. 66. Fig. 67 shows how FWHM of abunchat t ® ¥
depends upon higher cut-off frequency of the noise power spectrum. To get the observed U-
timate FWHM = 1.85 nsec, one has to assume

W, /W, @2.3. (117)

MAsymatotic valee of PWEM, nsec

17 —

2 3 3
Higher Freguency cut-off G,

Fig. 67: Vaue of bunch FWHM at t ® ¥ versus cut-off frequency of noise spectra.

Horizontal linesin Fig. 68 reproduce the experimental data borrowed from Fig. 64.
Data points show results of calculations performed with the diffusion equation under zero
boundary-value condition at separatrix. Crosses present calculated evolution of a Gaussian
bunch launched with the distribution (32) whose parameter Js/Js = 0.12 corresponds to the
initial FWHM = 1.4 nsec. There is a noticeable discrepancy between calculations and beam
observations for the intermediate t £ 12 hr. All the more, Fig. 69 (lower curve) shows that de-
cay of bunched core in this case starts abruptly at t = 0 without a flat-top plateau, that is not
confirmed by beam observations as well.

The culprit to be blamed might be an inconsistent assumption about the distribution
function of abunch at t = 0. Indeed, function f(J, t = 0) from (32) has a too extended tail. An-
other candidate for beam distribution at t = 0 is a bunch with a parabolic shape in terms of
variablesj , x 4 dp. This hard-edge profile is commonly encountered in proton beams. It cor-
responds to the square-root function

13 [T il 9
FEt=0=i23,y" 3, >

1 0, J 3 Jo;

where J, stands for action variable of the phase-plane trgjectory at foot of the distribution.
This function is normalised to 1. Parameter Jo/Js = 0.32 yields the initial FWHM = 1.4 nsec.
Data points marked with bulletsin Fig. 68 show elongation of the bunch (118) that now per-
fectly fits the bunch lengthening observations. In its turn, decay of the bunched core proceeds
along amore familiar pattern, along the upper solid curvein Fig. 69.

Still, there remains a point at which the plot for a parabolic bunch in Fig. 69 is not
fully confirmed by observations: the total p-lossin a 10 hr run is normally around 5-10% [4],
rather than 18% asin Fig. 69. These losses might have been decreased to some 15% (see
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dashed curvein Fig. 69) if the run were launched with a shorter bunch of FWHM = 1.2 nsec
or Jo/Js = 0.24, the latter bunch length being mentioned in [11]. Switching on the 52 MHz RF
system at the levelsof 3 2° 20 kV is shown in Section 9.3 to be responsible for the further de-
crease of the bunched current losses down to the observed values of 5-10% per 10 hr.
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Fig. 68: Lengthening of a bunch, experimen- Fig. 69: Decay of p-bunched current.

tal against calculated data.

9.2 Allan’s Variance of the 208 MHz Radio-Frequency Gap Voltage

Consider a stationary random process w(t) which is an instantaneous fractional deviation of
the radio-frequency,
w(t) = Mee (t) _ddj (t) (119)
Wee Wee dt
In compliance with the model of a noise source employed in this paper (refer to Section 5),
spectral power density of w(t) reads

P (W): on VWZ % WsH \(Wil +W2 . (120)
T Ve e Wi W owgw

Here, the first factor converts a quadrature voltage error v(t) into a phase error, the second

factor accounts for the derivative diwgedt in (119), and the two trailing factors stand for the

cascade connection of (77) and (84).

Auto-correlation function of w(t) can be recovered as the inverse Fourier transform of
(120) and reads

_1 Y . _ Py (121)
(w?)(t) = EQDW (w)exp(- iwt) dw = VRZF‘:’ZRF
’ %W W WLl)\Ng\Nsws >exp( L|t|)-
2
- —Reg W, xumxp( wa|t|)
b*w, B
2 2
Img 3\/\/3 be\\llvvjmxp( |wa|t|)Ou b:expgeg—
a0 e 8g

Since P,,(0) = 0, function av(t)fimust have zero average value.
Instead of w(t), time-domain measurements of frequency stability involve the time-av-
eraged random process y(t)
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1] (122)
y0)=y(T)= 2 enle) et
t
where T is averaging (gate) interval.
The qualitative measure of frequency stability registered via counter method with the
zero dead timeisthe so called Allan’ s variance [13]. It is defined as

si(1)=>{0y)) =%<(y(t +T)- y(O)F) (123)

2
and is normally measured for a set of different T's.

Due to stationarity of y(t), the Allan’s variance is readily reducible to the auto-

correlation function of y(t)
$3(1)=(y7)0)- {¥")(r). (124

Inserting the primary random process w(t) from (122) and rearranging the limits of 2D inte-
gration resultsin

(125)

s5(1)= 2o, ot (w)t.)- (we)e, +7)

Now, one has only to double-integrate the (complex) exponentsin (121) according to the pre-
scription of (125) to obtain the analytical expression for Allan’s variance relevant to the noise
model (120):

Si(T):\/;%;F’ (126)
?WL ><(Wf Wﬁl)w’,ﬂ :V\fi F (w,T)

- LReBwp \AV\,/% :)’22;’\"/2':* xF (waT)g+

+%Im§%3wa V\\A’,%:‘DZZV\V\E xF (- ibw,T) b=exp€;?39

with
2 (127)
72

|: : [exp -1+ Z] - —exp ><[eXp + eXp ) 2]’

F(0)=0, F(z)u; @ Rez® ¥.

The suspected noise data compliant with the first line of Table 6, level (107) and the
higher cut-off (117) is specified in Table 8. Fig. 70 shows the relevant plot of s(T) for al the
four 208 MHz cavities in sum (solid line), and per one cavity on average (dashed line). The
gap phase noise is assumed to be statistically non-correlated from cavity to cavity (hence,
there is a factor of 1/O4 between the total and per-cavity sigma's). Data points connected by
broken lines show results of the preliminary measurements of the HERA 208 MHz cavities
[14]. Thereis afair agreement between experimental and calculated data in time domain of T
= 1-100 msec representing frequency domain of 500-5 Hz, respectively, where the bunch is
prone to resonant excitation by the gap noise.

Table 8: Parameters of atentative noise power spectrum

Puo/Vee?, radfHz | Py(Wo)/Veed rad?Hz | 9 | Wi/ | Wi/, | Wi/We | We/2p, Hz

1.120™* @1407° 10° | 04 400 2.3 @40
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Fig. 70: Root Allan variance of the 208 MHz gap phase noise.

9.3 Motion under a Double-RF System
This case is amenable to a straightforward study with the tracking code.
9.3.1 Tracking Algorithm

The 52 MHz RF system of the HERA-p ring is operated at voltages Vges, = 2 (20-100) kV
per turn, nominal voltages being 2° 70 kV [7]. Denote ratio of the two RF voltages as

K =Vaess /N reo0s - (128)

Both the RF harmonics are sampled by a reference particle at stable-phase angle J¢ =
J4(K) with J40) © j sfrom (9). Losses due to the SR are small, and the stable-phase angle is
very close to 0°. To this end, tracking algorithm (90), (91) is readily upgraded to the double-
RF case by adding the ¥+th sub-harmonic voltage
sinj , ® sinj , +k ><singe—1c+), (129)
éd g

tanj . ¥1- cosj,)® tanJ, ¥1- cosj ,)+k xtangigﬁ- cos@ 1%

ed ge el og
: J s
with J @—1+ <4 <<1.

Average drift velocity V along J beyond the outer RF bucket is kept unchanged in atime scale
required for a halo particle to cover £8p distance along j . Mapping parameters W To, tan
NDR (104), t, (103)) are set with respect the former, single-RF case. Action variable J is
measured in units of Js, the latter still being phase-plane area of the pure 208 MHz separatrix,
(5).

The initial distribution is launched through 6,000 macro-particles according to (95)—
(99) for k = 0. To ensure matching f(J, t) to the new potential well and eliminate coherent tran-
sients, parameter k is switched on slowly from zero to (128) during some 100 noise-free syn-
chrotron oscillations. The injected distribution is given by (118) with its size at foot Jo/Js =
0.24 corresponding to bunch FWHM = 1.2 nsec. Noise parameters are tabulated in Table 8,
and the noise is applied to the 208 MHz RF harmonic only.
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Aperture limitation is moved to J, = 10Js. It corresponds to momentum acceptance of
about +2072 in fractional momentum off-set (paper [2] alows for up to #5407, It is this
value of momentum acceptance that, to the final end, proves to be compliant with observed
accumulation of £ (1-2)% of injected particles in the coasting beam halo under the standard
operating voltages Vrrs, = 2" (50-70) kV, see Fig. 74 below.
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Fig. 71: '-Coasti ng beam halo effect in a double-RF system.

Fig. 71 presents snapshots of phase-space plane at start and by the end of a 20 hr long
run (at dimensionlesstimest, = 0 and 200) for a representative sample of the random process
and the nominal Vges, = 2° 70 kV. The lost macro-particles are stuck to the absorbing bound-
ary at Jy = 10%Js once they hit it, and are out of processing afterwards. There is no coasting
beam halo in the lower half-plane of (j , x) since here the noise variance is further reduced by
assuming the finite cut-off (117) in the power spectrum. The new underlying mechanisms in-
volved are: 1. trapping the particles inside the 52 MHz (outer) bucket,

2. re-filling the empty 208 MHz side-bunches via return diffusive fluxes from the
area between the 208 and 52 MHz separatrices, and

3. a modified susceptibility of bunches to noise due to the potential-well distor-
tion.

9.3.2 Decay of the Bunched Core

Fig. 72 shows evolution of beam population in the bunched core (inside the outer 52 MHz RF
bucket, the lower curves) and within the entire aperture (DC current, the upper curves) for
variousvalues of k. A 10-sample averaging is accomplished prior to plotting to minimise shot
ripple of the tracking model arising due to the finite number of macro-particles involved. For
reference, dashed line shows the solution obtained for k = O with the diffusion equation under
zero boundary-value condition at separatrix.

Lower curvesin Fig. 72 indicate that the dominant apparent effect of adding the 52
MHz RF harmonic to the main 208 MHz accelerating field is to slow down diffusion of parti-
cles through the outer RF bucket.

Indeed, Fig. 73 shows dimensionless (U t, of (101)) expectation times t, for a certain,
1-10% decay of the bunched core versus k. These plots are recovered from the tracking data
of Fig. 72 and allow to estimate the phenomenological slow-down factor of diffusion due to
the second RF system as
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k) g 4 (5.0+0.4)%. (130

t,(0)
In other words, the major deal of difference between the leftmost single-RF curve and the
(lower) curvesfor al the caseswith k * 0in Fig. 72 is reducible to a plain extension of scale
along the abscissa axis by the factor of (130).
The numerical coefficient in (130) might be subject to change together with a shape of
the noise spectrum.
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9.3.3 Accumulation of Coasting Beam Halo

Fig. 74 shows how coasting beam halo is accumulated. It plots the differences between upper
and lower curves of Fig. 72. These (differential) curves are still plagued by the shot noise of
the model. Halo build-up starts roughly obeying the t*law. Dashed line in Fig. 74 sketches
the generic law of halo accumulation for k = 0 suggested by equation (114)
NH(t)@ 1 dNB(m) Ja JS1 t1,2:t-£‘]A J (131)
N.(0) ~ Ng(0) dt Vv 2V
where the decay rate —dNg(t)/dt of bunch population Ng(t) is obtained via the diffusion equa-
tion asflux Q(Js, t) through separatrix, together with the dashed curve of Fig. 72.
In the drift-dominated case under study, the law of (131) proves to be applicable to
casesof k1 0 aswell. Suffice it to take into account the two factors (in priority order):
1 the suppressed influx feeding the halo — the bunch decay rate is slowed down
roughly according to scaling (130) that entails

dN, () @tz(o) dN, % t,(0) 8 (132)
dt @Vges, ' 0 tZ(k) dt @Vge :Og tZ(k)ﬂ
2. less phase space available to accommodate the halo particles — Js should be

replaced by about 1/3 of phase-plane area encircled by the outer separatrix, refer to the last
column of Table 9.

As an example, Fig. 74 demonstrates results of applying prescription (131) to, say,
Vres2 = 2 50 kV. Now, the derivative over time dNg(t)/dt is recovered numerically from the
tracking data (Fig. 72) and is then subjected to smoothing. Closeness of the two curves plotted

52



for Vreso = 2 50 kV confirms that tracking data for k * 0 follows the drift-dominated halo
accumul ation law (131).
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Fig. 74: Accumulation of current in beam halo.

Table 9: Dimensions of the outer bucket in double-RF system
k= A B
2°0/600=0 +1.0 10
2°20/600=0.067 | +1.11 | 3.54/3
2°50/600=0.167 | +1.25 | 4.14/3
2°70/600=0.233 | +1.34 | 4.48/3
2°90/600=0.300 | +1.43 | 4.79/3
2°110/600=0.367 | +1.51 | 5.09/3
A: Peak momentum spread in relative units.
B: Phase-plane area per 2p of j , in units of Js.

9.3.4 Effect of the Two RF systems:. the Conclusion

Smooth behaviour of Fig. 72-Fig. 74 versus k entails that the suspected interplay between the
two RF systems brings about no qualitatively new features to beam halation effect in the
HERA-p ring, as compared to the single-RF case.

From the view-point of the rough integrated observables — bunched, DC and coasting
beam currents — switching on the second RF system is seen, mainly, as a scale-down of g-
parent susceptibility of bunches to noise in compliance with the phenomenological law (130).
Also, less longitudinal phase space is available for halo particles to survive since this space is
now demanded by increased acceptance of the outer RF buckets. Both these factors tend to
decrease the coasting beam accumulated in line with (131), (132) and (130).

9.4 Conclusion

Study of the RF noise production mechanism of the coasting beam halo in the HERA-p ring
offers enough free parameters. Adjusting them in feasible ranges makes the calculations com-
pliant simultaneously with the diverse experimental data available by now.
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10 Experimental Verification and Cures (Proposals)

In this Section, a tentative program is proposed to verify external RF noise as a possible
source of coasting beam hao observed in the HERA-p ring of DESY. It should be accom-
plished under plain conditions — with the single-RF 208 MHz system, the 52 MHz system
being switched off or operated at as low voltages as possible. The major bulk of the program
must not intervene into the conventional operation of the machine.

New diagnostic tools to be developed and i mplemented are

1 mostly based on the current state of the art available in the HERA-p beam in-
strumentation system [9], [10] and [11],

2. might be subsequently integrated into feedback/compensation circuitry in the
low level RF system of the HERA-p ring to cure the alleged adverse effect of noises.

10.1 Experimental Tests

Noise-to-Drift Ratio (104), (105) is akey parameter of the problem in question. It can be var-
ied by changing either its nominator or denominator.

The nominator can be affected by reshaping apparent noise power spectrum Py (W) at
W around W, the frequency of synchrotron oscillations. As the first step, an observable varia-
tionin P,(W) can be accomplished by re-tuning parameters (gain and bandwidth of integrating
circuit) of the DC-coupled RF phase feedback circuit. Should this procedure fail to affect the
diffusion, noise sources other than RF power amplifier and cavity will be inspected, Table 4.

The denominator of the NDR, the drift velocity, can be varied in a dedicated run with
alower top energy £ 820 GeV. In this case, of utmost practical importance is to keep other
conditions equal.

In both the cases, a set of beam observables should be detected and processed to re-
cover life-timest,, ty of the bunched core that are both inversely proportional to Py(Wp). As-
ymptotic (at t ® ¥) line density of a bunch depends upon a shape of P,(W) seen versus a re-
duced frequency scale © WIW,. An important indicator of noise contamination is a “p DC —
Bunched” signal normalised by the (properly delayed) “p-Bunched” current. It is expected to
saturate with t by the end of 10 hr long run at alevel proportional to the Noise-to-Drift Ratio.
This level must comply with momentum acceptance of the ring Ja, drift velocity V due to SR
losses and exponentia life-time ty of the bunched core population, (116). It is an important
point to verify the cross-consistency of diagnosing the bunched-core and coasting-beam db-
servables.

10.2 A New Diagnostic Tool

Since the HERA-p ring is operated with lengthy bunches occupying more than Y2of the 208
MHz RF bucket at base, phase and amplitude noises may be equally dangerous in principle. It
demands for a balanced approach to these noises from the very beginning. Two paths of con-
trol (possibly, of unequal gains) must be foreseen. To this end, a multi-purpose diagnostic
channel may be first implemented to ensure:

1. analogue measurements with alow inherent Signal-to-Noise Ratio,

2. 1/Q demodulation scheme with respect to 208 MHz V CO reference, and

3. operation in aband of about £(200-500) Hz around the RF carrier.

10.3 Gap Voltage M easurements

With such a diagnostic tool, a direct measurement of noise power spectra at gap is possible.
The rear-end electronics with a FFT Analyser may be borrowed from the Shottky monitor
[11] already available.
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10.4 Beam M easurements

The second application of the diagnostic tool in question is to use it together with a resistive
gap monitor as a beam sensor. This circuit may monitor phase of beam centre-of-mass coher-
ent oscillations with respect to the external VCO reference (the Q-signal) and a ripple in an
average length of bunches (the I-signal).

One of goals possible is to study correlation, if any, between beam centre-of-mass
phase readouts and ripple either in magnet power supply bus current, or in bending field inte-
gral of the reference dipoles. Such a study would allow to decide on afeasibility of employing
an open-loop compensation control scheme en route “B-field — radio-frequency” so as to
minimise residual phase errors at beam.

Another goal is to monitor spectra of noise signals transferred through
phase/amplitude beam transfer function around the RF frequency.
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Fig. 75: Schematic diagram of AC-coupled beam feedback circuit.

10.5 Closing Beam Feedback Circuit

Irrespective of results of the preceding item, an AC-coupled beam feedback loop may be
closed. It is aimed at suppressing in-phase dipole/quadrupole oscillations of bunches, and
lowering apparent noise spectrum inside the dipole/quadrupole band of beam incoherent lon-
gitudinal tunes.

The prerequisite of closing this feedback is a high quality of beam signals confirmed.
As an actuator, the 52 MHz cavities may be employed [10] since

1. they are almost idle at flat-top,

2. their inherent amplitude and phase control loops are open and do not interfere,

3. linear inputs are available via unused feed-forward entries.
The 1/Q decomposition of feedback signals and their two-path processing is to be employed
throughout though a higher priority should be granted to a phase correction. A schematic view
of the beam feedback is shown in Fig. 75.
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Use of beam feedback circuit to control magnitude of beam coherent response to ex-
ternal perturbations might raise phase-noise limited longitudinal life-time of bunches in the
HERA-p ring to > 100 hr ca (refer to experience of the CERN SPSring, [12]).

10.6 Longitudinal Cleaning

Any procedures of longitudinal coasting beam halo clean-up by injecting a band-pass limited
noise seem unfeasible. There already exists an embedded cleaning mechanism via energy
losses due to the synchrotron radiation of protons. It is strong enough to crab away nearly all
the coasting beam component from the lower half-plane of the longitudinal phase space
(positive energy off-sets). Introducing a noisy diffusive transport ample to add substantially to
such a drift beyond RF buckets would rather destroy the beam bunched core atogether.
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11 Summary

Phase noise in the 208 MHz RF system with alevel of about 107° rad?Hz at frequency off-set
of 40 Hz plus a drift beyond RF buckets due to synchrotron radiation losses of 920(820) GeV
protons can account for most of the coasting beam halo phenomenology available in the
HERA-p ring of DESY..

Beam observations explainable in frames of this assumption are:

1 Initial instantaneous bunch length doubling time t s, @10 hr, starting from a 13
cm long bunch (at 1s).

2. Monotonous saturation of bunch length with t ® ¥ at the same stationary
level, irrespective of bunch size at start of arun.

3. The value itself of the stationary bunch length (about 1.8 nsec FWHM).

4, About 5-10% loss of initial bunched core population by the end of 10 hr long
run.

5. Top value of accumulated coasting beam current of around (1.5-2.0)% of ini-
tial beam population that is normally acquired by end of a 10 hr long run.

6. More coasting beam current for 820 than for 920 GeV protons, other condi-
tions being equal.

7. Less coasting beam halo accumulated under the higher 52 MHz RF voltages
applied.

For the Noise-to-Drift Ratios attainable in the HERA-p ring and consistent with do-
servations over the bunched core degrade, partition number of the coasting beam component
in between upper and lower half-planes of the longitudinal phase-space plane constitutes only
about 1/100 or less. To this end, there must be virtually no coasting beam halo in the lower
half-plane of the longitudinal phase-space plane (for positive energy off-sets).

Readouts at the HERA-B inner target wire non-correlated with bunch crossing signals
are most likely to come due to protons from the populated upper half-plane with the negative
energy off-sets and large betatron amplitudes.

The suspected interplay between the two RF systems brings about no qualitatively
new features to beam halation effect in the HERA-p ring, as compared to the single-RF case.
From the view-point of the rough integrated observables — bunched, DC and coasting beam
currents — switching on the second RF system is seen, mainly, as a scale-down of apparent
susceptibility of bunches to the RF noise.

The best countermeasure against coasting halo background is a struggle for shorter
bunches and a longer life-time of a bunch longitudinally. Introducing beam feedback to sup-
press dipole/quadrupole mode of beam coherent in-phase oscillations (the coupled bunch
mode n = 0) is expected to be the most promising cure.
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